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Abstract

The use of fibre reinforced polymer (FRP) materials for the strengthening of re-
inforced concrete structures has many benefits in comparison to the traditional
strengthening methods. Such reinforcements are lighter, easier to install, they will
better meet aesthetical design and anticorrosion/durability requirements. The full
potential of such high strength materials can be exploited by prestressing. This
way, the deflection of the element will be reduced and the concrete cracking and
steel yield loads will be increased. However, the use of FRP’s for strengthening
may cause lots of issues for civil engineers regarding the appropriate evaluation
of strengthened structures work, and technological issues during prestressing.

While the concrete member is uncracked, both elements deform together and
it can be considered as a full composite action. However, after concrete cracking,
stress concentrations appear at the cracks and it reduces the contact stiffness of
concrete and FRP. Afterwards, the slip occurs in the contact surface, what leads
to a sudden and brittle FRP debonding failure mode. These are the most common
failure modes. Therefore, a number of studies have been conducted on debonding
like failure modes. However, the failure criterion or fracture energy values in the
models found in the literature were derived from experimental narrow parametric
scope pull-off / pull-out shear tests, while the bond behaviour and this criterion
could be different for strengthened flexural reinforced concrete members with
long bond lengths. It should also be noted that the effect of concrete-FRP partial
shear connection is usually ignored in the assessment of element deformations.

Considering the state of the art, a new analytical calculation model for the
evaluation of concrete-FRP partial shear connection is proposed. Also, alternative
new calculation techniques for the determination of the load carrying capacity,
deflection, and cracking of the FRP strengthened RC members, taking into ac-
count FRP prestressing and concrete-FRP partial shear connection effects. Thus,
the current thesis not only effectively evaluates the possible premature failure of
the element, but also evaluates the full operation of concrete-FRP partial shear
connection joint and its influence on the element deformations.

Furthermore, a novel prestressing system for externally bonded FRP lami-
nates is proposed in response to the technological challenges of prestressing.



Reziumeé

Pluostu armuoty kompozitiniy medziagy panaudojimas gelzbetoniniy konst-
rukcijy stiprinimui turi nemazai privalumy lyginant su tradiciniais metodais. Sios
medZziagos yra lengviau tvirtinamos, turi geresnj estetinj vaizda bei yra ilgaamzeés.
Sis kompozitas gali biiti efektyviai panaudotas jj i§ anksto jtempiant. Tokiu biidu
ne tik padidinama stiprinamo elemento laikomoji galia, bet sumazinami jlinkiai ir
padidinamas atsparumas pleis¢jimui. Taciau kompozitiniy medziagy panaudoji-
susijusiy su tinkamu konstrukcijos darbo vertinimu ir iSankstinio jtempimo tech-
nologija.

Kol gelzbetoniné konstrukcija nesupleiséjusi betono ir kompozito jungtyje
Slyties deformacijos nepasireiskia ir galima teigti, kad jungtis yra standi. Betone
atsivérus plySiams, plySio krastuose susidaro jtempiy koncentracija, tai sumazina
betono ir kompozito jungties standuma, ir sukelia praslydima, kuris i§Saukia be-
tono ir kompozito jungties trapy irima. Atlikta analizé rodo, kad tokie irimo atve-
jai daznai pasitaiko kompozitu sustiprintuose lenkiamuose elementuose. Taciau
literatiiroje sutinkamuose modeliuose naudojamos irimo kriterijy ar irimo energi-
jos reikSmés iSvestos i§ mazos parametrinés sklaidos kompozito atplésimo ban-
dymy, todél jungties elgsena ir irimo kriterijai gali biti visai kitokie realaus dy-
dzio lenkiamuose elementuose su gerokai didesniais kompozito tvirtinimo ilgiais.
Daznai skaiciuojant kompozitu sustiprinty gelzbetoniniy elementy deformacijas
ir plei$éjima tarp betono ir kompozito vertinama standi jungtis.

Atsizvelgiant | gautus tyrimy rezultatus, pasitilyti laikomosios galios, jlinkio,
plySio parametry skai¢iavimo metodai, jvertinant betono ir kompozito dalinai
standzios jungties bei kompozito iSankstinio jtempimo efektus. Disertaciniame
darbe ne tik jvertinamas galimas prieslaikinis elemento irimas, bet ir apraSoma
pilna dalinai standZios jungties tarp betono ir kompozito elgsena ir jos jtaka ele-
mento deformacijoms ir plei§éjimui.

Atsizvelgus | technologinius anglies pluosto kompozito iSankstinio jtempimo
i8Sukius, darbe pasiiilyta nauja kompozito iSankstinio jtempimo sistema su efek-
tyviais rifliuotais inkaravimo jrangos pavirsiais.

Vi
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Introduction

Problem Formulation

The use of fibre reinforced polymer (FRP) materials has grown steadily in the
strengthening of reinforced concrete structures in the last decades. There may be
various reasons why the structure condition has deteriorated and strengthening is
required, from design and construction mistakes to poor maintenance, corrosion,
and ageing. The rational solutions for strengthening in most cases are FRP com-
posites. Such reinforcements are lighter, easier to install in comparison to the tra-
ditional strengthening materials (e.g., concrete jackets, steel plates) what leads to
the reduction of labour costs, and they will better meet aesthetical, design and
anticorrosion/durability requirements. Moreover, the full potential of such mate-
rials can be exploited by prestressing. This way, the deflection of the element will
be reduced and the concrete cracking and steel yield loads will be increased. How-
ever, all these benefits above can be corrupted by the loss of composite action of
concrete and FRP material. While the structure is uncracked, both elements de-
form together and it can be considered as a full composite action. Nevertheless,
after concrete cracking, stress concentrations appear at the cracks and it reduces
the contact stiffness of RC and FRP. Afterwards, the slip occurs in the contact
surface, what leads to a sudden and brittle FRP debonding failure mode. These
are the most common failure modes. Therefore, a number of studies have been
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conducted on debonding like failure modes. Generally, the existing bond strength
models can be separated into six main groups: empirical models, shear capacity
based models, concrete tooth models, interfacial stress based models, fracture en-
ergy based models, and intermediate crack induced (IC) debonding models. How-
ever, the failure criterion or fracture energy values in the previously mentioned
models were derived from experimental narrow parametric scope pull-off / pull-
out shear tests, while the bond behaviour and this criterion could be different for
strengthened flexural reinforced concrete members with long bond lengths. It
should also be noted that the effect of concrete-FRP partial shear connection is
usually ignored in the analysis of the element deformations.

Relevance of the Thesis

Considering the state of the art, a new analytical calculation model for the evalu-
ation of concrete-FRP partial shear connection is required. Also, the following
new calculation techniques for the determination of the load carrying capacity,
deflection, and cracking of reinforced concrete elements retrofitted with FRP, tak-
ing into account FRP prestressing and concrete-FRP partial shear connection ef-
fects. Thus, not only the possible premature failure of the element should be ef-
fectively evaluated, but also the full operation of concrete-FRP partial shear
connection joint and its influence on the element deformations. Moreover, the be-
haviour of the beams and the detoriation of concrete-FRP joint of the RC beams
strengthened under external load action were not properly studied yet. Although
this is a common case in practise as usually the old structures under stress state
require retrofitting. Therefore, the new experimental data on concrete-FRP partial
shear connection and deformations of the element could influence further research
on such structures and the practical application of composite materials.

In addition, the prestressing of FRP materials may cause lots of issues for
civil engineers while strengthnening existing structures under service load action.
Therefore, the state of art and new anchorage solution is required.

The Object of Research

The object of the present study is concrete-FRP partial shear connection effect on
cracking, deflection, and load-carrying capacity of reinforced concrete members
externally strengthened with prestressed carbon fibre laminate and subjected to a
static short-term load action.
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The Aim of the Thesis

The aim is to develop a model evaluating the prestressing force and concrete-FRP
partial shear connection effects on the cracking, deflection, and load-carrying ca-
pacity of reinforced concrete elements externally strengthened with prestressed
carbon fibre composite.

The Tasks of the Thesis

To achieve the objective, the following problems had to be solved:

1.

To develop calculation models for the evaluation of the load-carrying ca-
pacity, deflection, and crack parameters of the strengthened beams taking
into account the effects of prestressing and partial shear connection be-
tween concrete and FRP.

To develop a device and technique for prestressing CFRP laminates ex-
ternally bonded to RC elements.

To carry out experimental research of RC beams strengthened with pre-
stressed CFRP laminates, and observe the change in deflection, strain and
crack width.

To compare the experimental and theoretical results. Based on the ob-
tained results, to refine the calculation methods.

Research Methodology

To investigate the object, the following research methods are chosen:

— Action: a theoretical model for evaluation of the load-carrying capacity,

mid-span deflection, and crack width of RC members strengthened with
prestressed FRP composites is developed.

— Experiment: an experimental study of RC beams strengthened with pre-

stressed CFRP laminates is performed.

— Statistical analysis: conclusions are drawn collecting, analysing, and ex-

plaining the statistical data.



4 INTRODUCTION

Scientific Novelty of the Thesis

The aspects of scientific novelty on theoretical and experimental investigation of
reinforced concrete members strengthened with prestressed CFRP laminates are
as follows:
1. A new analytical calculation model for the evaluation of concrete-FRP
partial shear connection is proposed.
2. An alternative, new calculation models for the determination of the
load carrying capacity, deflection, and cracking, taking into account
FRP prestressing and concrete-FRP partial shear connection effects,
are proposed.
3. A novel prestressing system with effective corrugated surfaces of the
clamping unit and anchoring plates for externally bonded FRP lami-
nates is proposed.

4. The new experimental data on the behaviour of concrete-FRP partial
shear connection are obtained.

5. The new experimental results on RC beams externally strengthened
with prestressed CFRP laminates and subjected to a static short-term
load action, are obtained.

Practical Value of the Research Findings

In the present research, a proposed analytical calculation method for the evalua-
tion of concrete-FRP partial shear connection considering the full degradation of
the bond from concrete cracking to ultimate load. Also, calculation methods re-
garding load carrying capacity, deflection and cracking analysis of RC beams
strengthened with prestressed FRP composites. A unique prestressing system for
externally bonded FRP laminates with effective anchorage is proposed. The ex-
perimental program allows to investigate the partial shear connection of concrete
and FRP, and FRP prestressing effects on the strengthened beam behaviour. Over-
all, theoretical and practical issues are solved regarding the appropriate evaluation
of strengthened beam behaviour and technological issues of prestressing.

The Defended Statements

The following statements based on the results of present investigation may serve
as the official hypotheses to be defended:
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The proposed analytical calculation model for the evaluation of con-
crete-FRP partial shear connection adequately estimates the difference
of concrete and FRP strain and the reduction of bond stiffness.

The proposed calculation models for load carrying capacity, deflection
and cracking analysis considering concrete-FRP partial shear co-
nnection and FRP prestressing effects adequately assess the servicea-
bility and ultimate states with respect to the concept of RC design.
Concrete crack parameters can be directly related to strains using the
fracture mechanics based crack model for strengthened flexural mem-
bers.

To obtain more accurate predictions of deflection and cracking, the
concrete-FRP partial shear connection effect should be taken into ac-
count. Bond behaviour and tension stiffening are different for the be-
ams strengthened under service loads.

Approval of the Research Findings

The results of the thesis have been published in 9 publications, 5 among them in
the journals with an Impact Factor. The author has made 4 presentations at inter-
national and 1 national scientific conferences:

23rd International Conference on Composite Structures (ICCS23) & 6th
International Conference on Mechanics of Composites (MECHCOMPO),
Porto, Portugal.

5th International Conference on Mechanics of Composites (Mechcomp
5), Lisbon, Portugal.

13th International Conference ,,Modern Building Materials, Structures
and Techniques* (MBMST 2019), Vilnius, Lithuania.

9th International Conference on Fibre-Reinforced Polymer Composites in
Civil Engineering (CICE 2018), Paris, France.

20th conference for Lithuanian Junior Researchers “Science-Future of
Lithuania”, Civil Engineering, Vilnius, Lithuania.

Structure of the Dissertation

The dissertation is structured around three main chapters.
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Chapter 1 reviews the calculation models regarding load bearing capacity,
partial shear connection of concrete and FRP, deflection, crack width, and com-
mon prestressing devices for FRP strengthening systems. Chapter 1 concludes by
formulating of the main objective and tasks of the present study.

Chapter 2 proposes improved prediction techniques of load bearing capacity,
deflection, and crack width, taking into account prestressing and partial shear con-
nection effects.

Chapter 3 presents the experimental investigation results on the cracking and
deformation of reinforced concrete beams subjected to short-term load action, and
a comparison of experimental and numerical results.

General conclusions summarise the present study. It is followed by an exten-
sive list of references and a list of publications by the author on the topic of the
dissertation.
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Review of the Behaviour Models and
Failure Mechanisms of Fibre
Reinforced Polymer Strengthened
Reinforced Concrete Members

The first chapter presents a review of calculation models regarding load-carrying
capacity, partial shear connection of concrete and FRP, deflection, and crack
width of FRP strengthened RC members subjected to static short-term load action.
The analysis is based on experimental and theoretical studies. Typical prestressing
devices for FRP strengthening systems are also discussed. Finally, the first chapter
concludes by formulating the aim and tasks of the present study. The review was
partly presented in the articles published by Slaitas et al. (2017a, 2017b, 2018a,
2018b, 2018c, 2019, 2020, 2021a, 2021b).

1.1. Fibre Reinforced Polymer Strengthening
Systems

The three common types of fibres are used in FRP systems: aramid (AFRP), car-
bon (CFRP), and glass fibres (GFRP) (Mcguirk and Brena, 2012, Bakis et al.

7
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2002, Kim et al. 2014, ACI 440.2R-17, Teng et al. 2003). Despite the low cost of
glass fibre reinforced polymer (GFRP), the more expensive carbon fibre rein-
forced polymer (CFRP) is the most appropriate FRP material for retrofitting ex-
isting structures for its higher strength and tensile modulus of elasticity close to
steel. Typical stress-strain diagrams of unidirectional composites and steel sub-
jected to short-term monotonic load action are presented in Fig. 1.1a (fib bulletin
14, 2001).

a) b)
G (GPa)

S

f fib.max

f mmax | |/

AR
el

Mild steel

%

& ' ' S L
0.02 0.04 € " fib.max Em.max

Fig. 1.1. Typical stress-strain diagrams: a) Uniaxial tension stress-strain diagrams for
different unidirectional FRPs and steel (fib bulletin 14, 2001); b) Stress-strain relation-
ship of fibres, matrix and FRP (CNR-DT 200 R1/2013)

The basic FRP strengthening technique involves the manual application of
either wet lay-up or prefabricated systems (fib bulletin 14, 2001). In both cases,
FRP composites consist of fibres and polymer matrix (see Fig. 1.1b). The basic
mechanical properties of FRP can be found by applying “rule of mixtures” sim-
plification as follows (fib bulletin 14, 2001):

Ef zEﬁbVﬁb +Emathat; ff zfﬁbVﬁb +fmathat’ (1.1)

where E;, Epp, Ena are the moduli of elasticity (Young’s moduli) of FRP, fibres,
and matrix, respectively; f;, fjs, fma: are the tensile strength of FRP, fibres and ma-
trix respectively; Vi, Ve are the volume fractions of fibres and matrix respec-
tively.

FRP materials are considered linear elastic up to failure loads, i.e., they do
not yield as steel, what can lead to sudden and brittle failure modes.

There are two main FRP systems regarding the type of reinforcement and the
method of fastening:

e Externally bonded reinforcement (EBR);

e Near surface mounted reinforcement (NSM).

EBR means that FRP laminates (pre-manufactured) or sheets (wet lay-up sys-
tem) are bonded to the external surface of the element (Fig. 1.2a). In the case of
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NSM, grooves are cut on the concrete surface, into which premanufactured FRP
strips (Fig. 1.2b) or rods (Fig. 1.2¢) are glued.
a) b) o)

U6+,

Us=2U;

D=L = G0 A
e ||t
Fig. 1.2. Main types of FRP composites used for strengthening:
a) EBR sheets/laminate; b) NSM strips; ¢) NSM rods

The main advantages of NSM technique over the EBR are found in the liter-
ature (De Lorenzis and Teng, 2007, Banijamali et al. 2015, Szab6 and Balazs,
2007): (1) reduced labor costs on the construction site as there is no need for sur-
face preparation, only grooving; (2) higher resistance to debonding - larger bond
surfaces induce better anchorage capacity; (3) easier prestressing; (4) better pro-
tection of the reinforcement.

All above benefits can raise many questions. (1) Grooving is a more difficult
and time-consuming process than surface grinding on a construction site (work at
laboratory conditions may be different). Moreover, the damage is made on a con-
crete member and there is a high risk of cutting through the transverse reinforce-
ment. In this respect, EBR seems to be a safer and easier to install option. (2) Bond
surface of FRP composites (or the ratio of the bond surface and external reinforce-
ment area) will depend on its cross-sectional dimensions. In both cases, the bond
surface and the anchorage capacity may be better or worse. (3) The prestressing
of NSM reinforcement is easier for a separate member at laboratory conditions,
where the reinforcement can be anchored outside the element as in the case of
precast prestressed concrete. However, the situation is much more complicated on
the construction site. Since retrofitting is usually required for existing structures,
the reinforcement anchorage outside the supports may be practically impossible.
In this case, the NSM technique will have no advantage over the EBR. (4) The
protection of FRP composites while applying NSM technique is better than EBR.
However, given the fire requirements, additional protection measures will be re-
quired for FRP’s in any case.

Whatever the method of strengthening is chosen, prestressing is required to
exploit the potential of this high-strength material and improve the deformation
properties of the existing structure. Generally, the prestressing of external FRP
reinforcement can be processed via three systems: cambered beam system, ten-
sioning against an independent beam system, tensioning against the strengthened
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beam (El Hacha et al. 2001). The first system involves applying a vertical force
and cambering the beam upward using large hydraulic jacks, bonding the FRP
reinforcement into the design position, releasing and removing the jacks. Such a
prestressing system does not require clamping and anchorage during prestressing,
which causes a number of issues. However, a low level of prestress induced by
the FRP reinforcement upon release of jacks is reported (Saadatmanesh and
Ehsani, 1991, Char et al. 1994) after testing. The efficiency of the system is rela-
tively low, assuming high costs.

The second technique involves an independent external prestressing system.
In this case, the steps of prestressing are following: FRP reinforcement is bonded
to the flat anchors, prestressed separately from the structure being strengthened,
FRP is applied to the structure with prestressing rig and epoxy is cured, FRP is
cut from the anchors and the prestress is transferred to the structure. Researchers
(Deuring, 1993, Garden et al. 1998, Quantrill and Hollaway, 1998), who have
tested the prestressing systems, reported sufficient levels of prestressing. Such a
technique is convenient to use at laboratory conditions (see Fig. 1.3), where FRP
reinforcement is prestressed to a rigid steel frame.

— Fixed steel frame o
/ Beam bottom suh

Steel rolls
Strain gauge

Sliding extremity Fixed extremity

Fig. 1.3. Prestressing system for NSM CFRP reinforcement at laboratory conditions
(Rezazadeh, 2015)

However, this kind of system, intended for a field application, as the one pro-
posed by Barros (Rezazadeh et al. 2014), can only be used for members of limited
length. It is a big downside in terms of a field application.
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Fig. 1.4. Prestressing system for NSM CFRP strips for field application

(Rezazadeh et al. 2014)

The third type of prestressing system is tensioning against the strengthened
member. The FRP composites are directly tensioned by pulling on the anchors (or
clamping unit), bonded to the FRP, and reacting on the anchors mounted on the
strengthened member (El Hacha er al. 2001). The commercially available S&P
Clever Reinforcement Company prestressing system uses aluminium plates for
anchorage and clamping unit, which is pushed by a hydraulic jack mounted on the
reaction frame (see Fig. 1.5).

"
-
> “
Hydraulic jack

)
Anchor plate
] |

Fig. 1.5. Prestressing system, courtesy of S&P Clever Reinforcement AG: a) Anchor
plate during installation; b) reaction frame with hydraulic jack (Michels ef al. 2016)

Full process of prestressing covers the following steps (Michels et al. 2016):

1.

2.

The surface is prepared to remove the concrete laitance and obtain a rough
surface while minimising the exposure of aggregates (Fig. 1.6a).

Holes are drilled to accommodate the bolts to fix the aluminium anchor
plates and base angles. The locations of these holes are previously marked
on the element to be prestressed (Fig. 1.6b).

The clamp units are introduced between the base angles and cutting CFRP
laminate to the desired length. The epoxy adhesive to bond the laminate
to the concrete is then prepared and applied to the laminate. Finally, the
laminate is inserted on the element to be strengthened between the clamp
units (Fig. 1.6c-e).

The steel anchor, aluminium frame, and hydraulic jack are successively
placed at both extremities (Fig. 1.6f-h).

The prestress is applied at the predefined load level (Fig. 1.61).
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Pretensioning is maintained by driving a set screw between a tensioning de-
vice and the clamping unit. The hydraulic jack is removed under retention of the
pretensioning held by the screw. The tensioning device and the clamping unit are
removed from the building after hardening of an adhesive (European patent
EP2088259B1).

Fig. 1.6. Main steps for applying the prestress: a) surface preparation; b) drilling the
holes for the bolts of the anchors and base angles; ¢) placing the clamp unit;
d) introducing the laminate in the anchor; e) fixing the laminate in the anchor; f) placing
the aluminium plate; g) placing the aluminium frame; h) placing the hydraulic jack;
1) prestressing the laminate and controlling the deformation (Michels et al. 2016)

The main disadvantage is a risk of slipping in the contacting surfaces of the
FRP laminate and the plane of aluminium block clamping the laminate.

Alternative prestressing system is presented by Sika (see Fig. 1.7), which uses
pulling of the laminate instead of pushing. The system stands out for its clamping
element made of soft and hard layers (stress-head). The clamping element com-
prises a structure without a wedge taper or a wedge-shaped or conical structure,
where a cross-section reduction of the wedge runs against the tension direction of
a tension element. The sleeve has an interior shape for retaining the clamping el-

ement and for exerting clamping pressure (European patent application
EP2631392A1).
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Fig. 1.7. Carbo stress prestressing system, courtesy of Sika Switzerland: a) prestressing
system; b) stress-head anchorage for prestressed CFRP strips (Michels ez al. 2016)

Despite the improved clamping/anchorage unit, the following issues can be
found in the Sika system. The clamping unit is in tension, it means that the system
will take place outside the end of the laminate, and even small eccentricities can
cause longitudinal cracks in the laminate with the following tensile failure. Addi-
tionally, the end of the laminate will be moved away from the support, such a
reduced ratio of the laminate and concrete element lengths can lead to the end
debonding failure mode, especially for shorter concrete elements. Furthermore,
this device requires additional damage to the concrete for using it in EBR strength-
ening systems. Longitudinal and transverse reinforcements will not let to make
such a groove on a concrete surface in real structural members. The laminate will
be too far from the concrete surface to bond it without a groove for the clamping
unit.

One more alternative prestressing system was recently proposed by Siwowski
(2020), which reduces the friction effect with rollers attached to the clamping unit
(see Fig. 1.8). The thin high bond area steel plates are used for clamping and an-
chorage of the laminate, therefore a reliable methodology is required to calculate
the anchorage area. The size of the plates should be adjustable accordingly, oth-
erwise the reliability of the system will not be guaranteed.

hydraulic jack

Fig. 1.8. Prestressing system for EBR FRP laminates: a) scheme; b) prototype
(Siwowski et al. 2020)
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Prestressing systems for the NSM reinforcement work in a similar manner as
EBR. For instance, the prestressing system proposed by El Hacha and Gaafar
(2011) for NSM FRP rods uses a fixed steel anchor and a type of clamping unit —
movable anchor and bracket, which is pushed with a hydraulic jack supported with
a fixed bracket (see Fig. 1.9).

a) b)

Steel anchor

{ at jacking end CFRP reinfo
CFRP reinforcement
/7 Movable bracket
\‘ - l
N
Fixed bracket
Steel anchor Fixed bracket

at jacking end Load cell
Hydraulic jack i/
Load cell

Isometric view Elevation view at jacking end

Steel anchor

at fixed end Movable bracket Hydraulic jack

Threaded steel bar

Locking nut

Fig. 1.9. Prestressing system for NSM CFRP bars: a) isometric view; b) elevation view
at jacking end (El Hacha and Gaafar, 2011)

The review of prestressing devices has revealed the potential issues that may
be encountered in prestressing FRP.

1.2. Load-Carrying Capacity and Full Shear
Connection

Seven typical failure modes could be distinguished for RC structures strengthened
with FRP (Smith and Teng, 2002, Teng et al. 2003): (1) flexural failure caused by
FRP rupture; (2) flexural failure caused by crushing of compressive concrete;
(3) shear failure; (4) separation of concrete cover of tensile reinforcement;
(5) interfacial debonding in FRP plate end; (6) interfacial debonding caused by
flexural crack in midspan of the beam; (7) interfacial debonding caused by inter-
mediate flexural-shear crack. First two failure modes are the most desirable ones.
Shear failure is out of the scope of current research. 4—7 are the undesirable sudden
and brittle FRP debonding like failure modes discussed in the next chapter.

In the case of steel yield followed by concrete crushing or steel yield followed
by FRP rupture (a sufficient level of ductility should be guaranteed), the strength-
ened cross section is calculated based on the principles of RC design (see
Fig. 1.10).
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Fig. 1.10. Internal strain and stress distribution for the rectangular section under flexure
at ultimate limit state: a) RC section in EBR; b) RC section in NSM;
¢) strain distribution; d) force equilibrium (nonlinear concrete stress distribution);
e) force equilibrium (equivalent concrete stress distribution) (based on ACI 440.2R-17,
fib bulletin 14)

Two types of concrete compression stress diagrams can be used for the anal-
ysis: nonlinear (Fig. 1.10d) or equivalent (Fig. 1.10e). There are a number of tech-
niques to describe concrete stress-strain relation and some of the most popular are
Hognestad’s (Hognestad, 1951), Popovics (Popovics, 1973), Carreira’s and Chu’s
modified Popovics technique (Carreira and Chu, 1985), Eurocode (EN 1992-1-
1:2004, Model Code 2010, STR 2.05.05:2005).

Second type of concrete compressive stress diagrams are the equivalent ones.
Basis of the composition of the diagrams is presented in Fig. 1.11.

The equivalent factors of concrete compressive stress diagram:

2x A

A = cc . — sum , 1.2
" (1.2)

where x.. is the coordinate of the centroid of the nonlinear concrete compressive
zone stress diagram; x. is a neutral axis depth; Az is the area of the nonlinear
concrete compressive zone diagram, which can be found from the force equilib-
rium,; f; is the compressive strength of concrete.

Some values of the reduction factors for equivalent concrete stress diagram
can be found in design codes (EN 1992-1-1:2004, Model Code 2010, fib bulletin
14, STR 2.05.05:2005, ACI 440.2R-17, ACI 318-14), or they can be calculated
by the techniques based on Eurocode 2 nonlinear relation proposed by Dulinkas
and Zabulionis (Dulinskas and Zabulionis 2007, Zabulionis and Dulinskas 2008)
and ‘ZI Method’ (Zidonis 2007, 2018, Tankiinas et al. 2012).

Equilibrium condition of forces (Fig. 1.10):

Nfebhx, + 4,6, = Ago, + 4,0 4, (1.3)
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where 41, As2 and Ay are the areas of tensile steel, compressive steel and external
FRP reinforcement respectively.

AC
Lo/ T T = \

[\
Afe

fe nfe
a) By c.min Afe Ne
B ; S \f a NN
§L____\< o
——_\QZ § Asum ,ﬁ
o § |
% o 510
J /. ;
=
4
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b) c) d)

Fig. 1.11. Stress distribution diagram for concrete in compression: a) strain in cross
section; b) curvilinear concrete’s compressive zone stress diagram and centroids of its
parts: ¢ — whole stress diagram, ¢; — ascending part, ¢ — constant (rectangular) part,
c3 — separated part from rectangular by curved descending line, xc, Xc1, X2, Xc3 — the
coordinates of centroids of stress diagram parts respectively; ¢) rectangular stress
diagrams: 3 — equivalent, 4 — inequivalent (Dulinskas et al. 2009)

Tensile steel, compressive steel and FRP reinfrocement stress, respectively:
G :E;lgsl < sl‘y; G2 :ES‘ZSSZ < sZy; Gf IEfo S]Ff9 (1.4)

where Eji, E» and E; are the elastic modulus of tensile steel, compressive steel
and external FRP reinforcements, respectively; €1, €52 and ¢, are the strains of
tensile steel, compressive steel and external FRP reinforcement respectively; f1 5,
[y and f; are the yield stress of tensile steel, compressive steel and tensile strength
of external FRP reinforcements respectively.

Bilinear elastic-plastic stress-strain relation is used for steel reinforcement.
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Tensile steel and compressive steel reinforcement strains, respectively:

P e . il (1.5)

X, X,

On a RC design basis, &1 > f1, / Eqi to ensure a sufficient level of ductility.
FRP strain taking into account the initial strain state (¢9) of the element (fib bulle-
tin 14, ACI 440.2R-17):

df —XC
g =¢, & (1.6)

Xe

If the element is strengthened with prestressed FRP composites, the FRP
strain intended for prestressing tendons could be used in the analysis (ACI
440.4R-04):

df —X
& =&~ +e,, (1.7)

p
Xe

where ¢, is the FRP prestressing strain, &, = P/ Ey.
Prestressing force P is calculated taking into account the following losses
(based on fib bulletin 14):
Initial losses:
e Immediate elastic deformation of the concrete that occurs when the pre-
stress is transferred into the beam (Eq. 1.8).

E,APB( e A
APy =—L L0 2| (1.8)
E A, I

c

where Py is the initial prestressing force; /. is the second moment of area of the

concrete section; 4. — cross-sectional area; e, — eccentricity of prestressing force.

e Slip of the FRP reinforcement at the ends and deformation of the anchor-

age that occurs when the prestress is transferred into it. If the anchorage

meets the requirements of fib bulletin 14, the loss of prestress can be es-
timated similarly to the pull-in of wedges as for steel tendons (Eq. 1.9).

A6=@-Af%} (1.9)

where L,is the length of FRP reinforcement between anchorages; A, is the defor-
mation of the anchorage, which can be taken equal to 2 mm.
Time-dependent losses:
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e Relaxation of the prestressed FRP reinforcement. In accordance with
Model Code 2010, the relaxation of GFRP, CFRP and ARFP prestressing
elements after 50 years of loading can be estimated as 4-14%, 2—10% and
11-25% respectively. These values depend on the stress level and envi-
ronmental influence. Guidelines given in Model Code 2010 should be
used for more accurate analysis.

e Creep and shrinkage of the concrete. Since strengthening is generally ap-
plied to existing old structures, the loss of prestress due to shrinkage of
concrete in this case will be negligible. On the other hand, the creep of
concrete must be taken into account in all cases. Loss of prestress corre-
sponding to time-dependent factors in accordance with Eurocode 2 can
be expressed by the following equation.

P -4 g E; +0.8A0 ), +E0(t,1y) 0, op | E, (110)
B A, (14 40 1) (14 080(00)) [E A, '

where ¢, is the estimated shrinkage strain according to Eurocode 2 in absolute

value; Aoy, is the absolute value of loss of prestress due to relaxation of FRP;

@(t,t) is the creep coefficient at time ¢ and post-tensioning load application time

to; oc.op 18 the stress in the concrete adjacent to FRP reinforcement, due to self-

weight, initial prestress and other quasi-permanent actions where relevant; a is the

distance between centre of gravity of the concrete and the FRP reinforcement.
Afterwards, post-tensioning force will be as follows:

P =Py~ AP, - AP, — AP,

ct+s+r:®

(1.11)

If there are any thermal deformations, they should be taken into account.
Combining equations 1.6 and 1.7 gives the following full expression of FRP
strain:

d;—x,

& =€, . —& €, (1.12)
(4

There are two possible cases: concrete crushing controlled failure mode and
tensile failure controlled failure mode. The first case: gy < frand &. = &., (the com-
pressive strain of concrete is equal to the ultimate value) and the second one:
ar> frand . < &.,. If the element failure is controlled by tensile zone failure, when
FRP stress or= f;and concrete strain is found by the following equation (based on
fib bulletin 14 and assumptions above):

x
g, =| ——+¢gy—¢, |[——. (1.13)
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Finally, the ultimate bending moment can be expressed by the bending mo-
ment equilibrium condition. The sum of the bending moments is usually calcu-
lated around the resultant points of tensile steel reinforcement (Eq. 1.14) or the
compressive zone of concrete.

A
;Cc j +A,0, (df - d)+ A,0 (d - dz). (1.14)

M, = nfcbkxc(

American design codes (ACI 440.2R-17) add two additional factors to load-
carrying capacity. An additional reduction factor for FRP, w;, is applied to the
flexural strength contribution of the FRP reinforcement. Additionally, the strength
reduction factor, ¢, is applied to account for a less ductile failure. Afterwards, the

ultimate bending moment gets the following expression.

M, (1{41551 + \Vf Ao, (df Cj+14szcsz (% _dzD (1.15)

The recommended value of w; is 0.85 (ACI 440.2R-17) and for ¢ (ACI
440.2R-17, ACI 318-14):

0.90, &, >0.005,
025(e, —, |
0=1065+————22 g <g, <0.005, (1.16)
0.005—¢,, ‘
0.65, &,<g

s1 =€ sl.yo

where &7, = fs15/ Esi.

It can be concluded that the current chapter has provided a full methodology
for the evaluation of the load carrying capacity of RC-FRP composite elements
with full shear connection.

1.3. Bond Strength and Partial Shear Connection

1.3.1. Empirical Models

Load-carrying capacity evaluation methodology is described in a previous section
for FRP strengthened RC members in bending with full shear connection. How-
ever, after concrete cracking, stress concentrations appear at the cracks and the
slip occurs in a concrete-FRP contact surface, what leads to the loss of composite
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action and sudden and brittle FRP debonding failure modes. Therefore, FRP-con-
crete bond strength should be checked in parallel with the methodology presented
in the previous chapter. Generally, bond strength models can be separated into 6
main groups: empirical models, shear capacity based models, concrete tooth mod-
els, interfacial stress based models, fracture energy based models, and intermedi-
ate crack induced (IC) debonding models.

Basic pull-off shear test and beam loading schemes are presented in Figures
1.12 and 1.13, respectively.

a) b) '
9 FRP plate ' Resin, FRP strip/rod

Va RO I R

=
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Fig. 1.12. Pull-off shear test schemes: a) EBR; b) NSM
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Fig. 1.13. Beam loading schemes: a) 4 point bending; b) uniform load
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Experimental pull-off / pull-out shear test results (Bilotta et al. 2016, Yao et
al. 2005a, 2005b, Seracino et al. 2007, Carrara et al. 2011, Zhang et al. 2013, van
Gemert, 1980, Ochlers and Moran, 1990, Taljsten, 1994, Malek et al. 1998, Sato
et al. 2001, Yuan et al. 2004, Ferracuti et al. 2007) have shown that the stress in
FRP reinforcement has an exponential form (Fig. 1.14a) or in higher bond length
cases a parabola exponential form (Fig. 1.14b).

Models based on simple assumptions and calibrated with experimental data
(van Gemert, 1980, Sato et al. 2001, Hiroyuki and Wu, 1997, Maeda et al. 1997,
Khalifa et al. 1998, Izumo et al. 1999, Yang et al. 2001, JCI, 2003) could be called
empirical or semi-empirical.
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a) -, b) -,

Fig. 1.14. Shear stress dependence on distance from the free end: a) exponential;
b) parabola exponential

The basic equation used for ultimate load:

F :TuAb :TuLbbf’ (117)

u

where 7, is the ultimate shear stress, L, and by are the bond length and width, re-
spectively.

Models mentioned above have a theoretical basis, but the one proposed in
U.S. design code (ACI 440.2R-17) for NSM FRP reinforcement should be called
fully empirical as it is proposed to use 0.7 factor for the calculated strain. Such an
assumption was based on Bianco et al. (Bianco et al. 2014) experimental database.
Another example of a fully empirical model is Seracino et al. (Seracino et al.
2007) model derived from regression analysis for NSM FRP strips.

1.3.2. Shear Capacity Based Models

Shear capacity based models take the assumption that FRP end debonding occurs
when the shear capacity of concrete is reached neglecting shear reinforcement
(Oehlers and Moran, 1990, Oehlers, 1992, Jansze, 1997, Matthys, 2000, Colotti
et al. 2004, 2006) or taking into account the partial effect of it (Ziraba, 1993,
Ziraba et al. 1994, 1995, Ahmed and van Gemert, 1998, 1999).

General equations for shear capacity:

Ve =V, +k,V,; (1.18)
Vi =t,db,, (1.19)

where V. and V; are the shear capacity of concrete and transverse reinforcement,
respectfully, ky is the contribution factor of transverse reinforcement.
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1.3.3. Concrete Tooth Models

Concrete tooth model was presented by Kani (Kani, 1964) for reinforced concrete
element shear capacity. The basic idea of this method is to consider ‘concrete
teeth’ between adjacent cracks as cantilevers fixed to the uncracked arch. Based
on this concept, Raoof and Zhang (Zhang et al. 1995, Raoof and Zhang, 1997)
proposed a model for predicting concrete cover separation of beams strengthened
with soffit plates. Debonding occurs when the tensile stresses at the root of the
‘tooth’ (point A in Fig. 1.15) exceed the tensile strength of concrete.

a)  RC beam \I/F b)

Flexural reinforcement

i

— —7

[
Lcr.min \S(Jfﬁl plate Lermin

Fig. 1.15. Concrete tooth model: a) cracked beam; b) concrete tooth between two
adjacent flexural cracks (Smith and Teng, 2002)

General equation for this model:

o, =Mile (1.20)
21,

where M, =17 Lo, byc and 14 = by L.,°/12, c is the depth of concrete cover.

1.3.4. Interfacial Stress Based Models

There are two common approaches for interfacial stress models: principle stress
model (Malek ef al. 1998, Saadatmanesh and Malek, 1998, Tumialan et al. 1999),
and Mohr-Coulomb’s failure criterion (Ziraba, 1993, Ziraba et al. 1994, 1995,
Varastehpour and Hamelin, 1997, Chaallal et al. 1998, Hassan and Rizkalla,
2003). In the first approach, debonding failure occurs when the principle concrete
stress at the end of the FRP reinforcement reaches tensile strength (see Fig. 1.16).
Governing equation:

2
G ena t Gy.emi O end T cSy.end 2
Send :( Tl 7| tTow Sfct' (121)

2 2
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Fig. 1.16. Stresses acting on a concrete element adjacent to the plate end (Smith and
Teng, 2002, Saadatmanesh and Malek, 1998, Tumialan ef al. 1999)

Second approach is based on a set of linear equations in the principal stress
space describing the conditions for which an isotropic material will fail (Fig. 1.17)
(Labuz and Zang, 2012).
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Fig. 1.17. Mohr-Coulomb failure criterion (Hassan and Rizkalla, 2003,
Labuz and Zang, 2012)

Coulomb’s condition is based on a linear failure envelope to determine the
critical combination of o, t that will cause failure on some planes (Labuz and
Zang, 2012). The governing equation for this approach proposed by Coulomb in
his investigation of retaining walls:

Tgond T OF eng AR @ < C (1.22)

coh>

where C.o; is the inherent shear strength, also known as cohesion, and ¢ is the
angle of internal friction, with the coefficient of internal friction tan ¢ (Labuz and
Zang, 2012).

The failure criterion or cohesion in the current approach is empirical, derived
from the pull-off (pull-out) shear test results.
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1.3.5. Fracture Energy Based Models

Bond strength models based on fracture mechanics are the most popular (Bilotta
et al. 2011, Zhang et al. 2013, Téljsten, 1994, Yuan et al. 2004, Lu et al. 2005,
Dai et al. 2005, Seracino et al. 2007, De Lorenzis and Teng, 2007, CNR-DT 200
R1/2013, Zhang, 2012, Zhang et al. 2014, Yuan and Wu, 1999, Holzenkdmpfer,
1994, Blaschko et al. 1998, Neubauer and Rostasy, 1997, 1999, Niedermeier,
2000). The science of fracture mechanics of solids dates to the 1920°s when Grif-
fith (Griffith, 1921) formulated the energy balance condition for cracked brittle
bodies. However, the highest impact was made by the works of Orovan and Irwin
in 1949 — 1962 (Jokiibaitis, 2001) when the consideration of plastic deformation
at the crack tip was proposed. The three main fracture or standard loading modes
of a crack were analysed by Irwin (Irwin, 1958, Tada et al. 2000, Sih et al. 1965):
opening mode — a tensile stress normal to the plane of the crack (mode I), sliding
mode — a shear stress acting parallel to the plane of the crack and perpendicular to
the crack front (mode II), tearing mode — a shear stress acting parallel to the plane
of the crack and parallel to the crack front (mode III) (Fig. 1.18).

-2

Mode I Mode IT Mode IIT

Fig. 1.18. Fracture modes

Mode II or mixed mode (I and II) fracture energies are the most common for
the description of concrete-FRP bond behaviour. Generally, the mode II fracture
energy will be the area of the bond shear stress-slip relation graph (see Fig. 1.19).

To describe the nonlinear bond shear stress — slip relation (Fig. 1.19a), Nak-
aba et al. (Nakaba et al. 2001) applied Popovics (Popovics, 1973) model of non-
linear concrete stress — strain relationship for EBR FRP laminates:

Sf n

Sin (n=1)+ (s, /)

(s7)="5 (1.23)
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Fig. 1.19. Bond shear stress-slip models: a) nonlinear; b) linear ascending;
¢) linear descending; d) exponential; e) bilinear; f) multilinear

Lu et al. (Lu et al. 2005) proposed the following nonlinear relation for EBR:

Sy Tfm/Kb 2
o\ T/ Ke 2(8 0 =T/ Ks) §. <so:
e (s,)=4 " /K, CT (2s
2(5m — T /Ks)

T fin exp(—n(sf/sfm —1)), Sp>S s

where K, is the initial bond stiffness.

On the other side, Barros and Sena Cruz (Barros and Sena Cruz, 2004) de-

rived the power function from NSM CFRP strip pull-out bending shear test re-
sults:

I CTAT TR

tr (Sf)= o (1.25)
T fin (Sf / Sfm) o Sp 2 S
Linear ascending relation (Yuan et al. 2001) (Fig. 1.19b):
‘52
= 1.26
7 (s7) 26, (1.26)

Linear descending relation (Yuan et al. 2001) (Fig. 1.19¢):
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Tfm
rf(sf):tfm(l— . sfj. (1.27)
2G,

Or (Chen et al. 2007):

T

rf(sf)zf(sfm—sf). (1.28)

Exponential relation (Yuan et al. 2001) (Fig. 1.19d):

G,

Bilinear relation (Yuan et al. 2001, 2004, Teng et al. 2006) (Fig. 1.19¢):

Si .
fme, Sf szm’
m
t(sp)=1" (1.30)
(Sfmax —sf), S >8 py

Stmax ~ S fin

Multilinear relation (Bianco et al. 2007) (Fig. 1.191):

T, —1
fm 0 .
T +S—sf, S S8 s
Sfim
T, —1
Sim /2 .
‘Ef (Sf): Tfm —ﬁ(sf _Sfm)’ Sfm <Sf Ssz, (131)
f2 fm
’E .
12
Tr2 _—(Sf _sz): Spo <Sp=Spmax-
Sfmax ~Sf2

Of course, there are other modifications of the multilinear relation as the one

proposed by Mazaheripour (Mazaheripour, 2015) in Fig. 1.20.

Bond shear stress

y |

) ]

| !

0 s, s s

S1.72 s
Loaded end slip

Fig. 1.20. Multilinear bond shear stress-slip model (Mazaheripour, 2015)

fmax



1. REVIEW OF THE BEHAVIOUR MODELS AND FAILURE MECHANISMS OF... 27

In his thesis (Mazaheripour, 2015), Mazaheripour tried to improve Bianco’s
(Bianco et al. 2007) multilinear relation and more precisely repeated nonlinear
graph. He has separated four main phases: elastic, plastic, softening and frictional
(Fig. 1.20):

T, —7T
T+ fm Osf, Sp<Sp;
S '
Thns Sp1 <Srp<SeH;
o (sp)=g " T (1.32)
’ T, —1T
r—u(s—s) Sy <S8 <8 pas
fm s s STRf) P 2R =03
f3°f2
Try, Sy >S5

Moreover, possible different combinations of the stress-slip relations in
Fig. 1.19, for instance, Cornetti and Carpinteri (Cornetti and Carpinteri, 2011)
combined the linear ascending part with the exponential descending softening
part:

T4

Spe Sy S S
Ty (s ) =4 Sn (1.33)

T exp(—Zn2 (Sf/Sfm —1)), S >5 4y

Bond shear stress and slip values in Eqs 1.23-1.33 can be found using linear
or nonlinear fracture mechanics and basic interfacial stress laws. However, all
calculations bounce back to the fracture energy, which is usually derived from
pull-out/pull-off shear test results.

1.3.6. Intermediate Crack Induced Debonding Models

The intermediate crack-induced (IC) debonding failure modes were extensively
analysed in the last decades as it was discovered that such a debonding mode is
more common for the members strengthened with relatively thin FRP composites
and the methods derived for the members strengthened with much greater stiffness
steel plates were found unsatisfactory (Smith and Teng, 2002a, 2002b, Teng et al.
2003). Due to the reasons above, the design codes (ACI 440.2R-17, CNR-DT 200
R1/2013, JSCE, 2001, fib bulletin 14, 2001, Model Code 2010) adopted the exist-
ing models and went on the fracture energy and IC debonding way.

IC debonding occurs when horizontal cracks form at the stress concentration
points on the tips of flexural cracks (Fig. 1.21).
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Fig. 1.21. IC debonding failure mode (Teng et al. 2003)

Current methods describe the bond behaviour between two adjacent flexural
cracks (see Fig. 1.22).

However, the existing IC debonding methods are based on the same laws of
fracture mechanics and once again all calculations bounce back to the fracture
energy, which is usually derived from pull-out/pull-off shear test results.

Load

i i 8 o
7 FRP N
/ \/

. v i

o Cracks < >\<\

- Concrete - Y/
<F P = : : \/ F 1

FRP Adhesive

Fig. 1.22. Concrete-FRP joint between two adjacent flexural cracks (Chen et al. 2007)

The Chen and Teng’s model (Chen and Teng, 2001) is distinguished in the
literature (Lu et al. 2005) as having the highest level of accuracy in predicting
debonding failure of pull-off shear tests. However, this technique is valid only for
unanchored EBR systems, and other methods presented above have also many
restrictions in use. Moreover, the research of Toutanji et al. (Toutanji et al. 2007)
has shown that even Chen and Teng’s model (Chen and Teng, 2001) can have
high errors (of course on the safety side) when the test parameters are changed.
Furthermore, the models derived from pull-off shear tests do not take into account
the concrete block depth, which, according to (Yao et al. 2005) pull-push shear
test has influence on the strength of the joint. Finally, the failure criterion or frac-
ture energy was derived from experimental narrow parametric scope pull-off /
pull-out shear tests, while the bond behaviour and this criterions could be differ-
ent for strengthened flexural reinforced concrete members with long bond lengths.
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1.3.7. Built-Up Bars Theory

The universal built-up bars theory (Rzhanitsyn, 1986, Valivonis and Marciukaitis,
2006, Marchukaitis ef al. 2007, Skuturna, 2009, Skuturna and Valivonis, 2014) is
distinguished from the common bond strength models discussed above as it had a
major influence on the models proposed in the current paper. Based on this theory,
the joint of two separate members is being considered (Fig. 1.23) and the slip
between them will be the difference of displacement (Eq. 1.34).

S=uy—u,. (1.34)

|
i z
y | a0 .

Concrete element

— 2

<

\

A< pa)
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o o o e e = = |

FRP reinforcement,

Fig. 1.23. Bond model of concrete and FRP members

The first derivative of the Eq. 1.34 will be the difference of strains.

ds T T M
—=g,—¢ a. (1.35)

_8 f c =
dz Edy Ed. gz El

Overall bending moment in Eq. 1.35:

M=>M-Ta (1.36)

Then the rearranged Eq. 1.36:

2
M.
é:( ! + ! +a—]T—z ~a, (1.37)
dZ EfAf ECACEjf El El

where the effective concrete area is 4.y = bx. and the total flexural stiffness of
the two elements is:

bxf,
ar ¥ Eplp mEBele gy = E =5 (1.38)

EI=E,I

c
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Generally, the material’s response to the shear stress is described by the shear
modulus in material science:
T T T T,.d dT
Gy=—2=—2 a2 1 . (1.39)
Y Y, Az/a s/a Gy Guuy dz

€

Next, the following differential equation is obtained by aligning the deriva-
tive of Eq. 1.39 with Eq. 1.37.

2 2
a dT:[ 1 1 +a—]T—ZM[a. (1.40)

Gyuy dz* \ E;A;  E.A., EI EI

The following auxiliary quantities are introduced to simplify the equations:

Gt 2
a=—2"V. B= 1 & (1.41)
a EfAf EcAcef El

Afterwards, the second derivative of Eq. 1.40 will be as follows:

d4T_aBd2T_a_p

— 0 (1.42)

The solution of Eq. 1.42 depends on the load conditions of the element. The
following is the solution when the simply supported element is loaded with two
concentrated forces F/2:

 Faz cosh(@(O.SL—LS)) '
T(z)—BEI 1- JaBcon(05aL) sinh ((JoBz) | (1.43)

For a uniformly distributed load p:

pa(L—z)Zl (cosh(OS\/_L) Cosh(r(OSL z)))
2BEI apz(L- zcosh(O.S\/_L) '

(1.44)

T(z)z

The first member in equations 1.43 and 1.44 represents the shear force of two
rigidly connected members and the second one in brackets is the contact stiffness
reduction factor yy. For the beam loaded with two concentrated forces:

cosh(\/_B(O 5L-L ))
¥r= \/_L cosh (0. 5\/_L) (VoL ) (149
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Shear forces in equations 1.43 and 1.44 represent the maximum transferable
force through the FRP-concrete bond. However, the effective contact shear mod-
ulus is unknown and it is usually derived from regression analysis of the test re-
sults, which greatly reduces the versatility of the method.

1.4. Review of Deflection Prediction Methods

Generally, the concrete element is homogeneous and a gross second moment of
area should be used for the analysis before crack opening. For rectangular cross-
section:

bh’
1, 7 (1.46)

The RC element is divided into cracked and uncracked sections after crack
opening (Fig. 1.24). Effective concrete area, flexural stiffness, curvature, and
strain differs in cracked and uncracked sections. In addition, the crack affected
zone increases with the load increment. The curvature of cracked section (x.-) and
strains (¢s— FRP; ¢,; — tensile steel reinforcement; &. — most compressed fibre of
concrete) will be much higher than the ones of the uncracked zone (x, — curvature
of the uncracked zone; ¢ — tensile strain of concrete).

| Crack zone ) Uncracked zone Crack zone )

Fig. 1.24. Cracked and uncracked zones

The total curvature of the element is found by deriving the mean curvature of
cracked and uncracked zones as it is shown in Fig. 1.24 with FRP strain (the de-
rived mean value of FRP strain is &4,). The participation of the uncracked zone of
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concrete in resistance to tensile stress is referred to as tension-stiffening effect. To
assess this effect, zones with different stiffness can be changed into simple
springs. Examples of linear and rotational springs arranged in series and parallel
are presented in Fig. 1.25.

a) b)
between cracks at cracks d\
:}D—»P )P
& k2 Y ki k>
A
©)

Fig. 1.25. Simple spring model: springs in series: a) linear; b) rotational; springs in
parallel: c) linear; d) rotational (Bischoff and Scanlon, 2007)

Applying equilibrium and compatibility to the linear elastic systems gives the
following expressions for the effective stiffness of the two spring models consid-
ered (Bischoff and Scanlon, 2007). Springs in series:

IR ()
ke ko kg

Springs in parallel:
k, =k +k,, (1.48)

where ki, k2, k. — stiffness of the springs representing cracked, uncracked zones
and overall effective stiffness. P represents the axial and rotational force and A -
linear and rotational displacement in Fig. 1.25.

Branson’s original formulation (Branson, 1963) adopted by U.S. design
codes before 2019 (ACI 318-14, ACI 435R-95, ACI 209R-92) is based on springs
in parallel, on the other hand Bischoff (Bischoff and Scanlon, 2007, Bischoff,
2005) proves that springs in series are more appropriate for members with discrete
cracks along the members. Such an approach of spring in series is used in Euro-
pean and International design standards (Eurocode 2, Model Code 2010, fib bul-
letin 14) and U.S. design code (ACI 318-19) after 2019 as well. The change of an
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effect of uncracked zone resistance can be evaluated by the ratio of concrete crack-
ing moment (M.,) and acting moment (M,). Then the effective stiffness of the el-
ement based on the original Branson’s approach adopted by U.S. design codes
before 2019 (ACI 318-14, ACI 435R-95, ACI 209R-92):

M.\ M,
EI =E, [M] I+ 1—(}\;) 1, |<E., (1.49)

a a

where the recommended value of power m is 3.0. Second moment of the cracked

rectangular cross-section area, with the allusion to springs in parallel (see
Fig. 1.26):

Neutral axis

ksleSIIsI

Fig. 1.26. Cracked cross-section modelling with springs in parallel

Bischoff’s (Bischoff and Scanlon, 2007, Bischoff, 2005) approach (springs

in series):
11 (M) M, ) |1 1
E—=—||=—| —4|1-|—]| |—|> ; (1.51)
Ecle Ec Ma Ig M“ Icr Eclg
EL
El = - <El,. (1.52)
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Afterwards, equivalent curvature of the element by Bischoftf’s (Bischoff and
Scanlon, 2007, Bischoff, 2005) approach:

Mg 1_(Mch [I_IC‘F]

a

¢ EI EI (1.53)

cre cocr

m m m m
M M M, (M M M
a 1_[ cr} + a [ crj =K, 1_( crj +Kg( cr] .
E.I, M, El\ M, M, M,

Consequently, the expression of equivalent curvature is the same as it is rec-
ommended in European and International design codes (Eurocode 2, Model Code
2010, fib bulletin 14). The current version of U.S. design code (ACI 318-19) sug-
gests to use 2/3 M., instead M., to consider a restraint that can reduce the effective
cracking moment as well as to account for the reduced tensile strength of concrete
during construction that can lead to cracking that later affects service deflections
(Scanlon and Bischoft 2008).

The recommended value of power m in this approach is 2.0. Equations
(1.49-1.53) above are valid for short-term loading, while the internal reinforce-
ment is deformed steel bars. Otherwise, additional factors should be added to the
tension stiffening effect.

Concrete cracking moment in the equations above can be found from the gen-
eral linear elastic structural analysis for members exposed to bending moment and
axial force.

I I
G:Myﬁl:;MW:Mw(eﬁ : J (1.54)
I, A, v 4.,

Same way, concrete cracking moment is derived by U.S., European and In-
ternational design codes (Eurocode 2, fib bulletin 14, ACI 318-14, ACI 440.2R-
17).

Second member in Eq. 1.54 is the secondary bending moment due to prestress
corresponding to the deflection ¢ = 0, elsewhere (Atutis et al. 2015, Atutis, 2018)
so-called decompression moment.

M P( s J (1.55)
=Ple, + , .
g P Acyt

where y; — distance from the extreme bottom fibre to the section centroid; 4. —
cross-sectional area; e, — eccentricity of prestressing force.
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Governing differential equations for the beam deflection in mechanics of sol-
ids:

dy
El—=FIx; 1.56
PR (1.56)

2
Eld—szld_K:_M, (1.57)
dz dz
Deflection from Eq. 1.57:

1

6=—~E;IIA4dz. (1.58)

General solution of Eq. 1.58 used in design codes (Eurocode 2, Model Code
2010, fib bulletin 14, ACI 318-14, ACI 435R-95, ACI 209R-92) will be as fol-
lows.

§=Exl’. (1.59)

where ¢ — load adding coefficient (four point bending case: &= 1/8 — (Ls/ L)* / 6).

Matthys (2000) proposed to use linear elastic analysis of the cracked section
assuming linear elastic material behaviour and that the concrete does not sustain
tension. Such an approach was adopted by fib bulletin 14. The difference from the
classical RC design is that the neutral axis depth becomes dependent on the acting
bending moment as a result of the initial strain before strengthening.

As RC analysis methods are also used for the analysis of strengthened structu-
res, alternative methods for the assessment of tension stiffening effect should be
mentioned. One of these is the division of the structure into layers (Fig. 1.27),
afterwards, nonlinear material stress diagrams are used for the iterative calculation
procedure of each layer (Kaklauskas 2004, 2011). The full stress diagram of the
tensile concrete is used in the tension stiffening part.

g Mext g e & [

. ,
1 1
S SuEE I —— I o — e ==
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T — == —
]
1 !
r

| T Os1 s o é
i r o’ e ¥

#’\,\* i 7 / o E
- s’

b by A " iy to=Aalb v S%/ y by

K+ A=
(@) (b) (c) (d) (e)
Fig. 1.27. Layer section model: a) RC section; b) layered section; c) stress distribution
across the section; d) and ) i layer strain and stress (Kaklauskas et al. 2011)
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Another approach is the direct integration of the curvature graph — solution
of Eq. 1.56. In this case, a simply supported beam is divided in distinct regions
along the length corresponding to these governing stages, namely, precracking,
postcracking and postyielding regions, as shown in Fig. 1.28a (Rezazadeh et al.
2015). The curvature of different regions is found from the strain profile
(Fig. 1.28b). When the solution of Eq. 1.56 for deflection corresponding to con-
crete cracking, steel yield and ultimate bending moments, respectively, will be as
follows (Rezazadeh et al. 2015).

L K L2
5, =] fzzdz—i- [ w2 (1.60)
0 L
(¥)
Ly L, 1)
K, — K
5, = J. K(Cyr) Xz + I 2 (_;r) (z—LS}r’))+ K, |zdz + J. K, zdz; (1.61)
o L 0) L, - L P
) e
5 — I B 2 (|22 (o) bk |zdz+
“ L(“) L(u) L(u) er cr
0 *er L(CI:) v~ Ly
1.62
Ll g, —x L2 (1.62)
0 (Z‘Ly”))”y zdz+ | w,zd
L(y“) Ls - Ly L
[ Postyielding segment F/2 F/2
a) ostcracking segmen,
=1€rectrackfnggseg§nentt J7 J7
f 1
_
N
Mo 1 l/’oslyie/din‘gl\ } b)
| ' | LA
My; > i LI/CV
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Fig. 1.28. Direct integration of the curvature graph: a) distinct regions of the beam
(Rezazadeh et al. 2015); b) strain profile
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The result of this solution will be similar to the graphical analytical Veresh-
chagin method. The basic idea of Vereshchagin method (or Vreshchagin rule) is
to replace the integration procedure according to Maxwell-Mohr integral by an
elementary algebraic procedure on two bending moment diagrams in the actual

(M) and unit states (A7[ ) (Fig. 1.29). Graph multiplication procedure (Karnovsky
and Lebed, 2010):

_ Q
% jMde=—gly0. (1.63)

The graph multiplication procedure may be presented by the conventional
symbol (¥) as (Karnovsky and Lebed, 2010):

z_j _MxM (1.64)

M (x) 992=M ()dx  Centroid of M graph

M (Actual state)

; A x| B
X (’('{ lQp

Ve M (Unit state)

QS
=

x ‘
,\'{,

Fig. 1.29. Graph multiplication method. Bending moment diagrams M and M in actual
and unit states (Karnovsky and Lebed, 2010)

An approach based on the built-up bars theory should also be discussed. In
this case, the composite flexural stiffness of concrete and FRP is used to calculate
the deflection (Skuturna et al. 2008, Skuturna, 2009):

2 1 cosh(O.S\/oT[}L) -

=M, L (1.65)
8El; D ochosh(O.S«/ocBL)
where the effective flexural stiffness of concrete and FRP members:
E. A . E Aa”
cm Ceeff = f S
Eleff = Ecmlc.eff + (1.66)

EpmAeoy +E A, ’
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1 1 1

—= — (1.67)
D E,l, E,

cnec

The main advantage of this approach is that the composite FRP-concrete bond
stiffness is evaluated. However, the effect of internal steel reinforcement is not
taken into account.

1.5. Review of Techniques to Predict Cracking
Response

Crack opening reduces the stiffness of the element and unfolds the way for rein-
forcement corrosion, therefore proper assessment of crack parameters is not less
important. After concrete cracking, parts of the element separated by the crack
rotate about the intersection point of the crack surface and neutral axis. Idealised
representation of this phenomenon in the constant moment region with multiple
cracks is given in Fig. 1.30 with mean values of crack width w..» and crack spac-
ing Leym.

Left hinge Right hinge

Constant moment region

Fig. 1.30. Idealised mechanics based beam hinge model in a constant moment region
with multiple cracks (based on Visintin ef al. 2012)

Generally, it is accepted that the crack width will be the difference of rein-
forcement and concrete displacement between two adjacent cracks:

We, =Up —U,. (1.68)
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Strain expression:
W, =L, (eg—€4)- (1.69)

Whereas the crack width limitation applies to the maximum crack width, Eu-
rocode 2 proposes to multiply the maximum crack spacing with the difference of
mean values of strain.

Weeo :Lcr.max(gsm _Scm)' (1.70)
The effect of concrete free shrinkage is added in Model Code 2010:
WMC :Lcr.max (Ssm_gcm_gcs)' (1-71)

Fib bulletin 14 uses the tension stiffening effect to express the mean strain:

2
M
Wi = 1'7Lcrm8Rm = 1'7Lcrm'SN [1 - kskt ( MCV ] J’ (1.72)

where k; = 0.5 and 1.0 for smooth and deformed steel, respectively; & = 0.5 and
1.0 for long-term and short-term loading, respectively; ev is the reinforcement
strain in the fully cracked state. Assuming ey = &, = &r+ &9 and with N, = Ny; + Ny,
ey 1s given as (fib bulletin 14):
N.+E;Ace
gy =l L0 (1.73)
Egdg+E, 4y
where N, = M, / z. and z. is the lever arm between the total tensile force (Ns; + Ny)
and the compression force (N, + N;»).
The expressions of a crack spacing are provided further. Eurocode 2:

Loy =1.7L,,,, =3.4¢+0,425kkx0/p, o5 (1.74)
Model Code 2010:
L =2epJm® (1.75)
2Tsmpt.qf

Fib bulletin 14, originally proposed by Rostasy et al. (1996):

I 2oy ShE Ay (1.76)
Tfmuf (EslAsl + E-’bEfAf)
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where the mean bond stresses of the steel and the FRP, respectively: z,, = 1.8 f
(CEB 1993) and 7, = 1.25 fom (Holzenkdmpfer, 1994); u and u,; are the bond
perimeters of FRP and steel reinforcement respectively (see Fig. 1.2); ¢ is a thick-
ness of concrete cover; k; is a coefficient which evaluates the bond properties of
the bonded reinforcement: 0,8 for high bond bars and 1,6 for bars with an effec-
tively plain surface (e.g. prestressing tendons); 4 is a coefficient which takes into
account the distribution of strain: 0,5 for bending and 1,0 for pure tension; ¢ is

a diameter of steel reinforcement; p; .y is the effective reinforcement ratio of ten-
sile zone of concrete, in Eurocode 2 and Model Code 2010 expressed as follows.
Ag +84,

P == L (1.77)
ct.ej

where A4, is the area of pre- or post-tensioned tendons within Ac.qp; ¢&; is the ad-
justed ratio of bond strength taking into account the different diameters of pre-
stressing and reinforcing steel.
As proposed by Ceroni and Pecce (2009) for FRP strengthened RC structures,
A, = Arand & = Ey/ Ej, then the effective reinforcement ratio of tensile zone of
concrete will be as follows:
A, +AE;E
Prefr =# (1.78)
Act.eﬁ'

where A 1s the effective area of concrete in tension (Eurocode 2):
2,5bd,;
Aoy oy =bhyy oy =min b(h—x,)/3; (1.79)
h/2.

Bond parameter in Eq. 1.76 (fib bulletin 14):

£, = TmeslAsl”f ‘ (1.80)
TsmEfAfusl

U.S. design code (ACI 224.1R-07) has relied on Frosch (1999) physical
model and related crack width to the position of reinforcement:

2
GS L\‘
WAC,zzE‘ikB df+(7”j , (1.81)

where £y is the ratio of the distance between the neutral and tension face to the
distance between the neutral axis and centroid of reinforcing steel (approximately
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1.0 + 0.08d.); d. is the thickness of cover from tension face to center of closest
bar; Ly is a bar spacing.
If equations 1.72 and 1.81 were aligned, then:

2 2
1.7L,,,, = 2kg df+[LSbj / 1—qut[M”j . (1.82)
\/ 2 M,

It is also proposed (Kaklauskas 2017, Kaklauskas et al. 2019) to divide the
area between two adjacent cracks as shown in Fig. 1.31. In this case, the reinforce-
ment debonding (/;) and central zones (/) are distinguished.

RC Blockj

a) . b
/—Debonding zone :
‘ i i )
! T T 1
Debonding zone—" : / / ‘
Primary Crack i a
. 1, 0.5, 0.51, I, ‘ N

Srm i

&i |- —

shape function:
g(¥) =ax +g

gl - — — — — - - - M-\ _ _ _ _ 14# Lef LL/Z I‘-,,,z,,\/2¥ lefmax # Ly >
Sm/2 ks

Fig. 1.31. Reinforcement strain profiles: a) Kaklauskas et al. 2019; b) Kaklauskas 2017

Alternatively, Ramanauskas et al. (Ramanauskas, 2019, Ramanauskas et al.
2020) proposed a neural network implementation technique for estimating the pri-
mary crack spacing.

Different approach was proposed by Jokubaitis et al. (Jokubaitis and
Kamaitis, 2000, Jokuibaitis, 2001, Jokibaitis, 2009, Jokubaitis and Juknevicius,
2009, Jokiibaitis et al. 2013, Jokiibaitis and Juknevicius, 2013) based fracture me-
chanics of solids. In accordance with his crack development model for RC struc-
tures, the flexural RC element crack has two peaks, one leads to the crack spread
toward the beam neutral axis, and the other refers to the tensile reinforcement. The
crack apex closer to the neutral axis opening width is critical to give rise to further
crack spread, for what concrete and steel equal to the tensile strength of concrete
(o), steel reinforcement stress (oy) resist. Parts of the element separated by the
crack rotate about the intersection point of the crack surface and neutral axis (Fig-
ure 1.32).
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neutral
axis

geometrical
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Fig. 1.32. The model for calculation of normal crack development
(Jokiibaitis et al. 2013)

There was an established connection between crack width and depth based
on the similarity of the triangles:
) h

cr.Oth’ 1.83
e (1.83)

cr cr

where A and . are the crack depth and the depth of the tensile zone above it,
respectively; we- and dq.o are the crack width and the critical width of a normal
crack tip respectively.

Wide range of experimental research were conducted by Jokiibaitis et al.
(Jokiibaitis and Kamaitis, 2000, Jokubaitis, 2001, Jokiibaitis, 2009, Jokiibaitis and
Juknevicius, 2009, Jokiibaitis et al. 2013, Jokiibaitis and Juknevicius, 2013) and
the empirical expression of the critical width of a normal crack tip was derived for
flexural RC elements:

8,0 ~0.000124, 3/ (1.84)

Furthermore, Jokubaitis related crack parameters to reinforcing steel stress
using the methods of fracture mechanics (Jokiibaitis er al. 2013, Jokiibaitis and
Juknevicius, 2013):

1
M, (0.75h,, +h 2
0“:0.785[ o1 (0-75h, ct)_i](bhw) ko < fory: (1.85)

eq Aeq Asl

M,y =M =P(e, = y+h, +h,), (1.86)
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where 4., and /., are the area of equivalent cross-section and the second moment
of it, respectively; k, is the dimensionless adjustment function which depends on
the depth of the crack and geometry of the cross-section.

Eq. 1.85 has a great potential for use in a condition assessment of existing
reinforced concrete structures before strengthening.

1.6. Conclusions of Chapter 1 and Formulation of the
Tasks of the Thesis

The following conclusions can be drawn based on the literature review:

1. The advantages of NSM technique over the EBR, found in the literature
raise many questions. For instance, grooving is a more complicated and
more time-consuming process than the surface grinding on a construction
site. Moreover, the damage is made on a concrete member and there is a
high risk of cutting through the transverse reinforcement. In this respect,
EBR seems to be a safer and easier to install option.

2. The load-carrying capacity of the strengthened members can be calcu-
lated based on the principles of reinforced concrete design while assum-
ing a full shear connection of concrete and FRP. The combination of the
design code formulas of the FRP strain for strengthened members and
prestressing tendons allows to evaluate the initial stress state and FRP
prestressing effects on the strengthened beam behaviour.

3. Intermediate crack induced (IC) debonding is distinguished as the most
common failure mode of FRP strengthened RC members. Therefore,
methods assessing this type of failure are also applied in design codes.
However, techniques found in the literature use the fracture energy/fail-
ure criterion or limit stresses derived from narrow parametric scope pull-
off/out shear tests and usually work only for EBR or only for NSM
strengthening techniques.

4. A proper estimation of the flexural stiffness of the strengthened member
will have the greatest impact on the accuracy of the deflection prediction.
Therefore, a simpler modelling of the cracked and noncracked zones of
the element with springs of different stiffness is acceptable. However,
evaluation of the actual flexural stiffness of the element, considering the
effects of concrete-FRP partial shear connection and FRP prestressing
remains an issue.

5. Usually, the crack width is expressed as the reinforcement strain multi-
plied by crack spacing. European design code relates the crack spacing
to the concrete cover and the diameter of steel reinforcement, on the other
hand, U.S. design codes use steel bar spacing instead of reinforcement
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diameter. A different approach was used in the model based on the frac-
ture mechanics of solids, where the proposed dependence of reinforce-
ment stress and crack parameters has a great potential for use in a condi-
tion assessment of existing reinforced concrete structures before
strengthening.

Tensioning against the strengthened member can be singled out as the
most suitable FRP prestressing method for a field application. However,
anchoring the FRP can cause a number of issues.

Based on the literature survey performed, the following tasks are raised:

1.

To develop an analytical evaluation model of partial shear connection be-
tween concrete and FRP.

. To develop analytical calculation models of load-carrying capacity, de-

flection and crack parameters of FRP strengthened RC members in bend-
ing taking into account the partial shear connection, initial stress state and
prestressing effects.

. To develop a prestressing device for externally bonded CFRP laminates,

and to solve the issues of clamping and anchorage of the laminate.

. To perform an experimental investigation on the deformation, cracking

and load carrying capacity of real-scale RC beams, strengthened with pre-
stressed CFRP laminates, subjected to a short-term load action.

. To evaluate the adequacy of the developed analytical methods in compar-

ison with the obtained experimental results.



Assessment of Ultimate and
Serviceability States of Flexural
Reinforced Concrete Members
Strengthened with Prestressed Fibre
Reinforced Polymer

In this chapter, a proposed analytical calculation method for the evaluation of con-
crete-FRP partial shear connection considering the full degradation of the bond
from concrete cracking to ultimate load. Also, calculation methods regarding load
carrying capacity, deflection and cracking analysis of RC beams strengthened
with prestressed FRP composites. This chapter includes the material presented in
journal publications by Slaitas et al. (2017a, 2017b, 2018a, 2018b, 2018c, 2019,
2020, 2021a, 2021b).

2.1. Partial Shear Connection

2.1.1. Intermediate Crack Induced Debonding

An analytical solution of intermediate crack induced debonding (IC) failure of RC
members strengthened with FRP composites is presented. The object of consider-
ation is the connection of two elements: concrete and FRP composites. In the case

45
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of IC debonding, the bond slip between two adjacent cracks will be the difference
of displacement (Eq. 2.1).

R 2.1)

The first derivative of the Eq. 2.1 will be the difference of strains.

2
M.
ds—s-—gc:( ! + ! +a—]T—Z La, (2.2)

dz E A; EguA.. EI EI

where the effective concrete area 4.y = bx.o and the total flexural stiffness of two
elements:

bx;
El=Eqplogy + Eplp = Eoyl gy = By =22

om on 3 (23)
where x.o is the neutral axis depth of RC member before strengthening.
The material’s response to shear stress can be described by the shear modu-
lus:
Ty _T/4, Ta

G =—2= -, 2.4
Ty, Azla ANz @4

where the bond area 4, will be a bond width u (see Fig. 1.2) multiplied by the
bond length L.

If the bond between two adjacent cracks is analysed, the bond length will be
equal to the crack spacing L, = L. Following the same logic, the assumption is
accepted that the bond deformation Az between two adjacent cracks will be ap-
proximately equal to the crack width we..

Afterwards, the effective shear modulus can be written in the following form.

Ta

Gyp=—7-—.
] 2
quchN

€

(2.5)

The strain of the concrete and FRP joint, caused by the total axial force:

M
ey N, a (2.6)

EcmAct.eﬁ' + EfAf yj (EcmAct.ejf + EfAf)

where the effective concrete area in tension (based on Eurocode 2):
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2.5bd, o

Ay oy =l oy =min{ b(h—x,) /3; (2.7)

bh/2.

where di .y is the depth of tensile steel and FRP reinforcement resultant (see
Fig. 2.1):

dl.eﬁr e Af()'fdf + A,0,d e AfEfdf +AyE,d . 2.8)
Afo +A4,04 AfEf +A4E
a) b)
4 - Steel and FRP reinforcement resultant point
| 4y | 4

i
et eff
[
\
\
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Z‘ ]
&
i‘ \
|
|
\
|
7
het eff

Fig. 2.1. Effective tensile area of concrete: a) EBR; b) NSM

It is also assumed that a maximum transmittable force through the contact
surface of concrete and FRP will be as follows.
AM,y,
Salf

T=A4,0, zl—“ (2.9)

car

where /., is the second moment of the cracked strengthened RC member’s cross-
section; yyis the distance from FRP reinforcement centroid to the neutral axis of

the element.
In relation to the previous section literature review, repeated corrections for

stress distribution must be accepted for joint length and width in the bond analysis
of concrete and FRP. The following coefficients have been adopted to take ac-
count of these adjustments (based on Model Code 2010).

PRI S PO (2.10)
Lb.eff Lb.ejf

Ky = M; @.11)
1+uf/b
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E A
Lyoy = |11 (2.12)
- 2fctmuf

Additionally, the FRP anchorage improves the bond behaviour and its effect
should be taken into account. Skuturna (2009) has tested different types of an-
chorage of FRP reinforcements and described its influence on concrete and FRP
bond. On the basis of the researches of Skuturna (2009), Valivonis and Marciukai-
tis (2006), an additional factor &, is added, taking into account the influence of
anchorage of FRP reinforcement: when FRP is not anchored 4, = 2.5, a similar
value to the one, proposed in the Model Code 2010 for intermediate sections;
when FRP is anchored &, = 5. If FRP reinforcement continues beyond the supports
(practically impossible on the construction site, but convenient at laboratory con-
ditions), then k, — o and yy— 1.

The rearranged value of effective shear modulus:

2

uple, (min(Lb’Lb'eﬁ))z

A further solution is processed following Section 1.3.8. The contact stiffness
reduction factor for the beam loaded with two concentrated forces will be as fol-
lows.

Gyrp ™ (2.13)

. cosh(\/oTB(O.SL ~L, ))
Vo= JapLcosh(0.5/opL)

The lower limit of FRP strain is accepted equal to 50 % of the concrete-FRP
full shear connection, i.e., 0.5 < < 1.0. Graphical illustration of the strengthened
member’s strain profile taking into account a concrete-FRP partial shear connec-
tion is presented in Fig. 2.2.

The bond parameter in Eq. 2.14:

sinh (fapL, ). (2.14)

ke ky Ayt (E., Ay o +E A 2
Jap, = |- 7 (Eendevay i f)[ElA e L +%J (2.15)
1., (min(Ly, Ly o5 ) 74y
The above solution not only describes the limit state of strains in the element,

cm“lc.eff
but also allows to evaluate concrete-FRP partial shear connection effect on de-
flection and crack parameters.
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Fig. 2.2. Strain profile taking into account concrete-FRP partial shear connection

2.1.2. Simplified Bond Strength Solution

A simplified solution of a concrete-FRP bond strength can be derived in a similar
manner as for the tensile element, not taking into account the cracking behaviour
of concrete. In the case of tension or pull-off / pull-out shear tests, Eq. 2.13 gets
the following simplified form.

Geﬂ.T ~ kakLkba(.EcmAct.eff + EJ;Af)’ (2.16)
Us (mm(Lb,Lb.eﬁ‘))

where L, is the design bond length from the free end to the loaded end of FRP
reinforcement.

Design bond length will be equal to the full length of a bonded FRP rein-
forcement for strengthened members in tension or pull-off/out shear tests
Ly = Lpona, and the distance from FRP end to the mid-span of strengthened mem-
bers in bending (the highest bending moment point) Ly = Lpona / 2.

Moreover, there will not be any external bending moment while adopting ten-
sile members for derivation. In this case Eq. 1.43 takes a simpler second-order
differential equation form and the bond shear stress graph adopts the exponential
shape as it was presented in Fig. 1.14a [MPa-m]:

v, (2) = FeJape Vo, 2.17)

Then the bond shear force:
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Ly

T = [ (2)dz = Fy (1= e ). (2.18)
0

The contact stiffness reduction factor for a simplified bond strength case:
v =1-e Vb, (2.19)

Bond stiffness reduction factor in Eq. 2.19 describes the amount of force
transferred to the concrete member through the whole bond length.

The ultimate load of a fully rigid bond Fr will depend on the load conditions
described below.

Four types of pull-off/out shear tests were analysed in this paper: single lap
shear test SLST (Fig. 2.3a), bending shear test BST (Fig. 2.3b), double lap shear
test DLST (Fig. 2.3¢) and push-pull shear test PPST (Fig. 2.3d).

M

‘ a) b)
_F e P RP plate ‘

;1 Con_c‘rete bloiclA(;‘,

Fig. 2.3. Pull-off/out shear tests: a) single lap shear SLST; b) bending shear BST;
¢) double lap shear DLST; d) push-pull shear PPST

The equilibrium condition of forces expressed through FRP strain in the first
3 cases (Fig. 2.3a, b, ¢):

&
W onbd P =AEe;. (2.20)

FRP strain from Eq. 2.20:
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2

€= (2.21)
f
Then the depth of neutral axis:
AEc€,
=111 (2.22)
Word
Afterwards, the ultimate transferable force through the bond:
B =AEeyr. (2.22)
Limitation for EBR systems:
E, = ArEe oy pp <kpkybrLy g fom- (2.23)

In the case of the push-pull shear test (see Fig. 2.3d), the depth x. is equal to
the pushing block height and FRP strain will be as follows:

e, = Wenbte Jr (2.24)
AEp

The ultimate transferable force through the bond is calculated by Eqs. 2.22,
2.23

Different test data covering the test methods discussed above were taken for
the pull-off/out shear test verification (see Table 2.1). Four different types of shear
tests were analysed: single lap shear, bending shear, double lap shear, and push-
pull shear tests. The concrete blocks were strengthened with externally bonded
and near surface mounted carbon fibre, glass fibre, basalt fibre sheets, laminates,
strips and rods. The comparison of the numerical and experimental ultimate pull-
off/out shear forces (calculated according to Egs. 2.22, 2.23) is presented in
Figure 2.4.

A great variety of different pull-off/out shear test combinations were analysed
and with low systematic error (1.18), low random error (0.25), low coefficient of
variation (21.32 %) and high coefficient of correlation (0.91) it can be concluded
that the ultimate pull-off/out shear load was predicted sufficiently precisely. Of
course, there are some points with higher errors, which slightly worsens the sta-
tistics, but those errors are on the safety side. It means that some elements had
better bond conditions than the predicted one. In fact, in some cases the same
samples can show an absolutely different result, therefore, the calculation should
be directed to the safety side.
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Table 2.1. Main parameters of pull-off/out shear tests

Af/bdf, Ly, mm fgm, ﬁ; MPa E/, EBR/ Test
Reference % MPa GPa NSM type
Bilota et al. 0.05— 1250— | 46— EBR/
2011 053 |30 |19 3194 | 221 | Nsm | SEST
Sena Cruz and
Barros, 2004 0.08 40-80 | 33-70 | 2740 158 NSM BST
Torres et al. 48— 1350— | 64—
2016 017 1949 |23 2350 |170 | NSM | SLST
Novidis et al. 1.24— 60—
2007 127 120 35 2108 124 NSM SLST
PPST
Costa and Bar- | 0.06— | 40— 2833— | 156 >
ros, 2011 012|300 |2 303 |11 |NSM ggT,
Diab and Far- 0.17— 2100- | 91—
ohal, 2014 0.5 |20 |40 3400 |230 |FBR | DLST
0.01- 75— 351— 23—
Yao et al. 2005 043 240 19-27 4114 256 EBR PPST
Bilota et al. 0.06— 1208— | 48—
2016 039 |00 3042 Jas0 | gy | NSM | DLST
Mean values were taken for the same samples.
70
Fcare Mean = 1.18
60 - S.D.=0.25
CV.=2132%
50 4 R=091
+3 o
40 - LAY 7 s *
30 - o tos o.:s "'l: o~ *e
*
20 | - $ S0
10 1 2 Safety side
Frey
0 0 1'0 2'0 3'0 4'0 5I0 6I0 70

Fig. 2.4. Experimental-calculated pull-off/out ultimate load

2.2. Load-Carrying Capacity

As it was discussed in a first chapter, high plastic deformations occur in the ele-
ment after the tensile steel reinforcement reaches the yield stress. Therefore, the
compressive stress diagram of concrete should be treated as nonlinear, which can
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be changed to an equivalent rectangular with reduction factors for concrete stress
and depth. Calculation scheme for load-carrying capacity is given in Fig. 2.5.

a) b)

b *A\Z Nfem b AS< nfcm
br

<tV 4u/4/ Vo4,

with epoxy resin

Fig. 2.5. Stress state in a cracked cross-section, post-yielding stage: a) EBR; b) NSM

Equilibrium condition of forces at element failure point:

T]fcmb}\xcu +AS2GS2 :Aslfvl.y +Af\|jf6f’ (2.25)

where the stresses of compression steel reinforcement and FRP composites, re-
spectively:

xX., —d
Cg2 = ESZSCM (Cu—z] < s2.7 (2.26)
Xeu

xc.u

df ~Xeu

It can be concluded from the above conditions that there are 4 possible solu-
tions to the Eq. (2.25). First, steel yielding followed by concrete crushing, while
compression reinforcement does not reach the yield stress, g2 < f;2, and oy < f1.

B2 +4nf,b0C, — B,

X : (2.28)
' 2nf,,,bA
Cul = ASZESZSC‘udZ + Af\ljfEfgcudf' (230)

Second, steel yielding followed by concrete crushing, while compression re-
inforcement reaches the yield stress, o2 > fi2, and oy < f1.
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B, =4, 52t Af\|/fEf (acu +g)—¢, ) - A Sy (2.31)

Third, steel yielding followed by FRP fracture, while compression reinforce-
ment does not reach the yield stress, g2 < f;2, and o> f;.

Bu3 :A.S2Es280u _Aslfsl.y _Afoff; (233)
Cu3 = ASZESZ‘gcudZ' (234)

Fourth, steel yielding followed by FRP fracture, while compression reinforce-
ment reaches the yield strength, ;> > f;2, and o7 > f;.

A A, fr—A
X, = s1 51.y+ f\fof 52 s24y. (235)
’ ",..Oh

Reduction factors of concrete compressive stress diagram #, A can be found
by applying Dulinskas et al. (2009) methodology (section 1.2.) with the following
values of ultimate concrete strain and the area of nonlinear concrete compressive
stress diagram, respectively:

o -
ce? :[E_f—i_so_ngdLSgcu; (2.36)
f I Xeu

4 _ Asl sl.y + AfoGf - As2652
sum "~ b .

The use of other techniques described in Section 1.2. is also possible.
Finally, the load-carrying capacity of the strengthened member takes the fol-
lowing expression.

}\’xcu kx(,’u
Mu:Asl sl.y(d_ 2 ]+As2632( 2 _d2j+

kxc.u
Apy oy (df R ]

The calculation flow graph in Fig. 2.6 represents the techniques for load-car-
rying capacity of concrete elements strengthened with FRP subjected to bending
or tension.

(2.37)

(2.38)
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Input:
b, h, d, d; Asi, Asz, A, foms fi1 s fs2p0 J5 Eems Es1, Eso, Eyp

'

e kel A, v7a(E, A4, . +1::/A/) ERE N \/(AfE,gm ) +44,Enif,bdé, - AEé, A 1)
I, (min(L,.L, ) s 24,E, TE T
l L =L, l
Method 1: x = EEr 50
cosh(«laﬁ (0521, )) NAfonb
Vs :l——sinh(,/aﬁLS) (2.14)
«/aﬂL:cosh(O.SJaﬂL) l L=L,,
l kj,ka(E, A, +E,A
Gg/jr"' Ry ( em et eff Cf)(2.16)
B> +4nf,bAC, - B i N
x, =V 1fubAC, - B, (2.28) or uy (mm(Lb,wa))
2nf.,bA l
Aifa, JrAf!,//ff 7A52fle L=1,,,/2
X, = (2.35) |
nfnbA < » Method 2:
T y,=1-e V7 (2.19)
Xeu _dz L
o,=E,z, [ X, js Si2y (2:26) NSM:
d. —x F, :AfE/ngfr (2.22)
o, :Ef[gm[ s mj_goargpjsff (2.27) EBR:
eu F,=AEey, < kb Ly o o
l (2.23)
M= .1, (=25 Je (a4, B2 239

Fig. 2.6. Calculation flow graph of the load-carrying capacity of strengthened members

Two sudden and brittle FRP debonding failure modes of the strengthened el-
ements are being considered: intermediate crack induced debonding or IC debond-
ing (y;5), and simplified bond strength failure (/7). The second technique derived
for concrete elements strengthened with FRP subjected to tension and can be used
for a prediction of the load carrying capacity of strengthened members in bending
as well.

2.3. Deflection

2.3.1. General Assumptions

The proposed model is based on the following assumptions: 1) the cross-section
of RC member remains homogenous and the dimensions do not change after load-
ing, the infinitesimal strain theory is valid; 2) cross-section of the element remains
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plane and perpendicular to the element axis during the process of deformation of
RC member, yet the hypothesis of plane cross-sections is invalid for FRP rein-
forcement after concrete cracking point; 3) perfect bond exists between internal
steel reinforcement and concrete; 4) linear-elastic properties are assumed for FRP
and for steel up to yield stress, afterwards steel reinforcement is assumed as per-
fectly plastic material.

Generally, the moment-deflection or moment-curvature dependency graph
can be separated into 5 stages (see Fig. 2.7): 1) pre-cracking M, < M,,; 2) from
crack opening to strengthening moment M. < M, < My; 3) strengthening/pre-
stressing of FRP reinforcement M, = My; 4) from strengthening to steel yield mo-
ment My < M, < M,; 5) from steel yield to ultimate moment M, < M, < M,

| >
/Cel /Co /Cy Ku K

Fig. 2.7. Moment-curvature dependency graph

Deflection of the element is a multilinear process, i.e., a new stage of devel-
opment begins at the end of the previous one. However, the deflection formed in
a previous stage does not change according to the new law of development, only
the deflection increment can be evaluated according to the new law. Thus, in this
chapter the deflection response is described in all stages presented in Fig. 2.7.
Whereas the variable in general expression of deflection in Eq. 1.59 is curvature,
the focus will be on it. Deflection parameters in the initial stage are estimated by
general linear elastic analysis, as it is proposed in design codes (Eurocode 2,
Model Code 2010, ACI 318-14) with one exception. When the element is already
cracked before loading, it is assumed that the cracked and uncracked zones will
be evenly distributed from the beginning of loading, i.e. (M. / M,)" <0.5.

2.3.2. Post-Cracking Stage

A triangular concrete stress diagram is used for analysis at this stage. (see
Fig. 2.8).
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a)
—
”

Fig. 2.8. Stress state in a cracked cross-section, post-cracking stage: a) EBR; b) NSM

!
Grooves filled =
with epoxy resin

The depth of neutral axis is calculated from equilibrium condition of forces
and strain compatibility:

1,5
—bx +o A, (x, —d,)+vy o A
) ¢ 52 52( ¢ 2) Wf f f[ € (239)

VoA, (df —xc).

If the following expressions of strain and second moments of cracked con-
crete section area are accepted, Eq. 2.39 can be simplified.

NMaxC. NMO(df_xO)‘ ~M (df—xo)‘ . ‘
R A R SWPEC,T’ I, =15 (2.40)
0" &p . (Mo —Mp)(df—xo)' )
8c Maxc

Strain at the most compressed concrete fibre of the element:

x
M,-M,y, +AfEf\|If80[df —;)

g, = .
A4 Eg d-x (d _xcj + A E Yo~ 4y [xc_dzj +
X, 3 X, 3

dr—x
S ¢ Xe
By { - ](df - 3j

General flexural stiffness of the element at this stage taking into account the
tension stiffening effect (corresponding to springs in series):

(2.42)




58 2. ASSESSMENT OF ULTIMATE AND SERVICEABILITY STATES OF FLEXURAL...

EI

cr.y

El, = < (2.43)
1— {Mcr ] 1— EIU’ Sy
Ma Ecmlg

Flexural stiffness of the cracked cross-section (corresponding to springs in
parallel):

bx’
El,,=E,(z.) 3‘ +E A, (d—x,) +

(2.44)
2
(Es2 - Ecm (80 ))AS2 (xc - d2 )2 + WjEfAj (dj - xc) :

Deformation modulus of concrete is not a constant and it depends on the
stress state of the element. Secant modulus £, is valid up to a concrete stress
equal to 40 % of the compressive strength, afterwards its value will decrease. Con-
crete strain-deformation modulus relation graph based on the design code (Euro-
code 2, Model Code 2010) nonlinear analysis is presented in Fig. 2.9.

 Mean value of cracked cross-section's concrete
! deformatlon modulus 1s lower than secant value

EA | of modulus of elasticity:
Eco i Ecm(c‘:c) < ZLem E:=Ecm
ECm

Ec:Ecm(Ec)

I Concrete deformation
modulus in most compressed
fibre of the element 1s lower
than mean value of secant
modulus of elasticity:

: Ec(Sc) < £em

(o7 | Y A S
[ P S S ——

—
Concrete strain in most
compressed fibre of the element

cl
Fig. 2.9. Concrete strain-deformation modulus relation

Deformation modulus of the most compressed concrete layer of the element:

E, (e, )——= { - ke — £ ] (2.45)

el +(k-2)e, ¢,

However, Eq. 2.45 represents a peak value and to evaluate the flexural stiff-
ness of the whole compressive zone — mean value is required (Eq. 2.46).
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Ecm (Sc):Ec(Sc)+Ec(0):fcm[ kgcl_gc +L] (246)

2 2 (e +(k=2)eqe.  &a

Distribution of concrete deformation modulus in the compressive zone is pre-
sented in Fig. 2.10.
Fem(Ec)
Ec Ec(ec)
1

-

Ac

2) b) E(0)

Fig. 2.10. Representation of deformation modulus in a compression zone of concrete:
a) strain profile; b) deformation modulus

Curvature of the element:

My-My, M,-M,

El, EI,

K, =Ko —AK, +AK, =

. (2.47)

If M, > My, the flexural stiffness of the element will not be higher than EI,
until the moment of decompression is reached. Following this, the expression of
curvature would be as follows.

M,-M,
P M, <M,
EIl,
K, = (2.48)
’ M, —M,y,
— 2 M,>M,;

EI,

Egdye M, <M, M,
EICV.p
El = . M, >M, -M (2.49)

= cr p°

p m
1— Mcr_Mp l_Elcr.p
M E. 1

P cm=g
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where flexural stiffness of the cracked cross-section:

b 3
El,, =E,, ’3“ +(Ey —E,, ) Ay (x, —d)) + Epy Ay, (h—dy —x,)’ . (2.50)

2.3.3. Post-Yielding Stage

First of all, the yield moment of steel reinforcement is required. It can be found
using the same calculation scheme as for load-carrying capacity in Fig. 2.5. Equi-

librium condition of forces and strain compatibility at the yield point of steel re-
inforcement:

€yg — €

0 P _ _
e J(d %) 2.51)

n}“bxz.y + asZASZ (xc.y - d2 ) + \Jf/fafAf [

aslAsl (d - xc.y)+ WfafAf (df N wa'V)'

Stresses of compressive steel and FRP reinforcement:

S Xey —dy
Y AL I R P : 2.52
G2 s2 Esl d— xC.y fs24y ( )
fsl df - X
c,=E, 22 e Ll—go+e, |< fr (2.53)
f f { Es] d _xc.y p f

Yield moment of steel reinforcement:

Mc.y Mc.y
My:Asl sl.y d— ) +As26s2 T_dZ +

. J (2.54)

c.y

The depth of the neutral axis at this stage is found from the following equi-
librium condition of forces and strain compatibility:

M, —
MAbX] + 0y g (x.—dy)+ Yo dy %(df —Xo ) =

a

y (2.55)
oAy M—y(d — X )+ oA, (df - X, )

a

Concrete strain:
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M,-M,
€ =&, + FRYZY 7 Y
X, — X - — X X
ApE,| 72| e —d, |+ 4,E L a, -
B ) e e Py
(2.56)
Flexural stiffness of the element at this stage:
EI
El, = m”'“ . (2.57)
1 _ MC‘V 1 _ EICV.M
M, E.1 2
Flexural stiffness of the cracked cross-section:
E[cnu = Ecm (80 ) bxf + (ESZ - Ecm (80 ))AS2 (xc - d2 )2 +
3 (2.58)
2
VA (dy-x.)
Curvature of the element:
M,—-M - M -M, M -M
K, =Ko — Ak, + Ak, + Ak, = 0 p\vf+ 4 0 44 L. (2.59)
El, El, EI,
If M, > My, then:
M —-M - M -M
K, =t oV PPy (2.60)
EI EI

y u

Usually, the full shear connection of concrete and FRP is taken into account
for a prediction of deflection, the opposite is done in the current paper. The hy-
pothesis of plane cross-sections is valid only until the concrete cracking point for
FRP reinforcement, afterwards, FRP stiffness and transferred strain are reduced
with the factor derived in Eq. 2.14.

2.4. Crack Parameters

2.4.1. Crack Model

Original fracture mechanics of solids based crack model (Jokiibaitis et al. 2013,
Jokiibaitis and Juknevicius, 2013), discussed in chapter 1.5, was proposed for RC
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elements. Yet the effect of FRP reinforcement can be added as it is proposed in
Fig. 2.11a and such a model can be aligned with the strain profile in Fig. 2.11b.

a) b)

geomgtrlcal d2 i = neutral
axis i *

d
D |
ct.max

I Esl

ef

Fig. 2.11. The relation of crack parameters and strains: a) crack model; b) strain profile

There are two triangles in Fig. 2.11a, one represents the tensile zone of con-
crete with depth /4., and width J. and the second one - idealized crack with depth
her and width w,,.. Also, there are two triangles in the strain profile (Fig. 2.11b).
The first one refers to the concrete cracking strain (e..max) and the second one re-
fers to reinforcement strains & or €. The flexural crack and tensile zone of con-
crete depths directly relate the crack parameters to strains in the element. This
relation is expressed by the similarity of triangles:

h )

ot _ cr : 2.61

hcr - dl Wep — Scr ( )

hct — gct.max . (262)
hcr - dl €51 ~ €cr.max

Crack width from equations 2.61, 2.62:

S, (€4 —€
W, = cr( s1 Ct'maX)+66r=66rA£S1 +60r‘ (263)

gct. max gct. max

Modified expression of a crack tip referring to beam neutral axis width for
strengthened structures:

8, =0.00012d, .4 30, , 2.64)
cr Leff eq

where d; oy and oe, are the depth of tensile steel and FRP reinforcement resultant
(in mm, Eq. 2.8) and the equivalent factor of tensile zone, respectively (in mm),
which can be derived by equating the mean crack spacing value proposed in Eu-
rocode 2 (for not strengthened elements, Eq. 1.75) to the one in fib bulletin 14 (for
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strengthened elements, Eq. 1.77). For strengthened flexural concrete elements re-
inforced with deformed steel bars:

8pt.effAct.eﬁ'fct§bE fAf 20( L4y +EJ Af )
ity (B Ay + 8B Ay Vlky  Eg (180 +1.25u,)

0oy = (2.65)

If the similarity of the triangles is applied at the level of FRP and compared
with the general expression of the crack width, the following equation would be
obtained.

€0, ) E,0
Lyeynl =, v lele (2.66)
8cz‘.max 8cz‘.max fctm

Eq. 2.66 represents the crack spacing corresponding to the proposed crack
development model.

2.4.2. Stages of Crack Width Development

Crack width can be related to the deflection of the beam through strain, hence the
stages of crack width development will be similar to deflection (see Fig. 2.12):
1) from crack opening to strengthening moment M., < M, < My; 2) strengthen-
ing/pre-stressing of FRP reinforcement M, = My; 3) from strengthening to steel
yield moment My < M, < M,; 4) from steel yield to ultimate moment
M, <M, <M,.

Ocr Wero Wcr'.y Weru Wer

Fig. 2.12. Bending moment-crack width dependency graph

General linear elastic analysis is used at the initial stage (M. < M, < Mj).
Strain increment in steel reinforcement after concrete cracking:

M,-M,

g )
Alesl(d 3j+As2Ec2Ed onj(?ﬁ dzj

(2.67)

Agg =




64 2. ASSESSMENT OF ULTIMATE AND SERVICEABILITY STATES OF FLEXURAL...

Then initial crack width:

S, oAg
_ Yer0 s1.0
W0 = P +0

(2.68)

cr.0-
ct.max

Initial crack width should be checked in situ before strengthening. Axial pre-
stressing force will try to close the initial crack, but the tensile steel reinforcement
will resist to it. Consequently, the strain reduction due to prestress:

VP
Ae =——-—. 2.69
P Alesl ( )
Afterwards, the crack width reduction will be as follows.
3, A,
Aw,, p=— (2.70)
ct.max

A further increase in deformation due to load increment will be found by the
following equation.

Agy , = M, ~ M, y 2.71)
A E, (d - ); J +A,E,, (); _xcz j[’; - dzj +
e o)
Crack width increment:
Aw,, =SZA& (2.72)
et max

The last stage is post-yielding, the strain and crack width increment at this
stage can be expressed by the following equations.

M,-M,
Aggy, = RS ¥ — (2.73)
Xe —ay c S/ X c
ASzESZ(d—x j( 2 _dz)MfEf[ d—x j(df_ 2 j
Aw,, , = derBEuu (2.74)
gct.max

Total crack width:
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W, =Weo— AW,  +Aw,.  +Aw (2.75)

cr.p cr.y crau®

If the element was strengthened before loading (My = 0), Eq. 2.75 can be
simplified in the following way.

W - P (Ag;l.y +Agg, ); (2.76)

gct.max

. Ma—MC,—zM
Ag

o A E [ d=" 4B, T | X _g
s1+sl 3 §2-s2 d— X, 3 2
d

(2.77)

Relation of crack parameters to the reinforcement strains presented above al-
lows to evaluate stress-strain state in the element from the measured maximum

crack width in the normal section by solving the reverse task. Strain increment
after concrete cracking:

Agsl ~ CV6 < €ct max - (278)

cr

Total strain of steel reinforcement is the sum of the strain corresponding to
the cracking moment with the strain increment in Eq. 2.78.

-9,
€1 ® & max T A851 = €¢t.max [1 +—} (2.79)
Stress in steel and FRP reinforcements:
O = Eslgct.max [1 L — j < fl ya (280)
w,. —90 x. —d
=E, 4+ e || Ze 2 i< f - 2.81
Os2 ctmax( 6” J[ d—XC J f:cZ.y ( )

— d,—x,
Gf:Ef(Sct.max{l_i_Wch 6(;1‘)[ a{_x(’J—SO +8pJgff. (282)

c
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Equations 2.78-2.82 directly relate the crack width to the element’s stress-
strain state.

2.5. Conclusions of Chapter 2

Within this Chapter, the following conclusions can be drawn:

1.

Partial shear connection of concrete and FRP reinforcement can be taken
into account by reducing the axial stiffness of FRP reinforcement with
the reduction factor based on built-up bars theory. The application of this
theory is greatly influenced by the finding of the effective shear modulus
of the joint.

Bond length of FRP reinforcement is usually taken as a single uncracked
zone length in force transfer research. Therefore, while analysing the
bond behaviour between two adjacent cracks, the bond length could be
accepted as a crack spacing, and the slip in a contact surface of concrete
and FRP reinforcement could be assumed approximately equal to the
concrete crack width.

The effective shear modulus of the joint was derived from the general
expression of the shear modulus in material science with the following
assumptions: the bond length is equal to the crack spacing, the slip is
equal to the crack width, the FRP reinforcement and the effective tensile
concrete zone will resist to the axial force acting on the joint, the maxi-
mum possible shear force is equal to the force in the FRP reinforcement.
Alternatively to the design codes, new methods for calculating load-car-
rying capacity, deflection and crack parameters of RC members
strengthened with prestressed FRP composites using a novel approach to
concrete-FRP partial shear connection effect have been proposed.

Crack width can be related to the deflection of the beam through strain,
hence the stages of crack width development will be similar to deflection:
1) from crack opening to the strengthening moment M., < M, < My;
2) strengthening/prestressing of FRP reinforcement M, = My; 3) from the
strengthening to steel yield moment My < M, < M,; 4) from steel yield to
ultimate moment M, < M, < M,.

The direct relation of concrete crack parameters and strains is proposed
based on the modified fracture mechanics crack model. The mathemati-
cally and physically correct application of the proposed relation is pre-
sented in two possible ways: prediction of the maximum crack width de-
velopment and stress-strain state evaluation — reverse task.



Experimental Tests and Validation of
Theoretical Load-Carrying Capacity,
Deflection and Cracking Response
Models of the Strengthened
Reinforced Concrete Members

This Chapter presents an experimental investigation of FRP prestressing and con-
crete-FRP partial shear connection effects on load carrying capacity, cracking, and
short-term deformation of RC beams strengthened with CFRP laminates. Experi-
mental results on tests of 14 RC beams (all casted at once) having constant rein-
forcement ratio, but different levels of prestressing are reported. Moreover, a pre-
stressing device of CFRP laminates developed by the author is presented
(European patent application No. EP21167213.4). A comparative analysis of ex-
perimental and analytical load-carrying capacity, deflection and crack widths is
also presented. In addition to the author’s research, the results used in the analysis
were collected from different scientific publications. This chapter includes the
material presented in journal publications by Slaitas et al. (2018a, 2018b, 2018c,
2019, 2020, 2021a, 2021b).

67
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3.1. Experimental Program

3.1.1. Specimen Properties and Test Schemes

The tests were performed in the laboratory of Civil Engineering Faculty of Vilnius
Gediminas Technical University in 2019. The following objectives of the experi-
mental program have been pursued: 1) investigation of the prestressing effect on
cracking and short-term deformation of the strengthened members; 2) exploring
the partial shear connection of concrete and CFRP laminate joint.

The beams were tested under a four-point loading scheme. Geometric char-
acteristics of the tested beams presented in Fig. 3.1.

V%) yz) ¥

Ls =955 Ls =955 . 5 =180 %
2010
el 2
= 3 <
L . I By N | I R Rk
> I 2014 |1
N N

1 | |
e @ ! 1 1 ﬁ
Ay 4, | pr=50/ 50x12
L =2810 |

Fig. 3.1. Geometric characteristics of the tested beams

The experimental programme has comprised of two series of beams. The first
series beams (denoted as BS) strengthened before external loading, and the beams
of the second series (denoted as BSM) strengthened under external load action.
Linear-elastic springs were used to maintain sustained load action during strength-
ening and hardening of the adhesive (see Fig. 3.2).

3
Springs were used to create a constant external g
load o i~

Fig. 3.2. The use of linear-elastic springs to maintain sustained load action
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Beam numbers were assigned according to the following logic XX-YY-Z,
where XX indicates the beam series: CB — control beam, BS — beam strengthened
before external load action, and BSM — beam strengthened under external load
action; YY — shows the level of prestressing in percent of load bearing capacity
of FRP reinforcement; Z used in the case of twin beams. Beams strengthened not
less than 174 days after concrete casting and tested 7 days after strengthening. The
crack width measured at the level of the reinforcement in the pure bending zone
with the digital concrete crack width gauge BJQF-1 (measurement range 0.01 —
6.5 mm, accuracy <=+ (.02 mm) presented in Fig. 3.3. Crack width measured with
the step of = 0.1 M, after the concrete cracking point.

=
F A

Fig. 3.3. Digital concrete crack width gauge BJIQF-1

Deflection of the beam was measured at 5 control points (mid-span, loading
points, supports) with 100 mm base LVDT’s (I1-15), strains (L1-L15) and anchor-
age zone slip (L16-L19) with 25 mm base LVDT’s. Principle layout of the meas-
urement devices is given in Fig. 3.4. Before strengthening, all beams were pre-
loaded with the load equal to 40-50 % of load-carrying capacity of the element
and unloaded. Afterwards, LVDT’s mounted at potentially critical cracks.

L1 L2:6: 13:0,
4, o - L5 40416 r0a
L7 EIREINS
116 L1 ? 1117112 %
_agE N 2 ko2 200 |
A 2° L13 L4 5 2 19 ¢

Fig. 3.4. Principle layout of the measurement devices

Concrete density of 36 cubes was 2245.07 £ 33.47 kg/m’. Water / cement
ratio of the beams was 0.49, the particle size distribution of concrete aggregates
is presented in Table 3.1.
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Table 3.1. Particle size distribution of concrete aggregates

Aggre- | Pro- Fraction by particle size mm, %

gate gg; <0125 [ 0125 [025]05-[ 12 [2- ] 48 [8-16] 16—
0 025 |-05] 1 4 31.5
0

Sand 47 1.2 1.8 [1171137]131] 5 | 05 0 0

Gravel 53 0.2 0 01 ] 0 [o0661]242]213] 05

The properties of the materials were determined in parallel with the beam
tests. Since the first beam test was 174 days after concrete casting, no change in
material properties over the testing time was detected. Therefore, the averages of
the full sample are presented in Table 3.2.

Compressive strength of concrete was found from the compressive tests of
100%100x100 mm concrete cubes (Fig. 3.5a) and 150 mm diameter, 300 mm height
concrete cylinders (Fig. 3.5b) (according to ISO 1920-4 requirements). Secant
modulus of elasticity was found from the tests of the same cylinders, using method
B from LST EN 12390-13:2014.

a) b)

Fig. 3.5. Compressive tests of concrete: a) cubes; b) cylinders

Tensile strength of concrete was found from the flexural tests of 100100400
mm concrete prisms (Fig. 3.6a) and the same prism splitting tests (Fig. 3.6b) (ac-
cording to ISO 1920-4 requirements).

a) b)

Fig. 3.6. Determination of tensile strength of concrete: a) flexural test;
b) concrete splitting test
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Table 3.2. Concrete specimen test results

Mean Standard Coefficient | Number
Test type Specimen | strength/secant | deviation, | of variation, of
modulus, MPa MPa % samples
Comprre- Cube, 50.81 5.00 9.85 36
SiOIl ﬂm,cube
Comprre- Cylinder, 50.00 4.22 8.43 17
sion fem
Comprre- Cylinder, | 35409 4494 12.69 17
sion E.n
Flexural Prism, 8.16 0.62 7.59 26
Jemn
Concrete Prism, 7.11 0.88 12.39 52
splitting Jetmsp

Mean axial tensile strength of concrete is found from flexural tests by the
following equation (Model Code 2010):

0.064°7
ctm = ctm . (3.1)
Jem = T 74 06707
From concrete splitting test (Model Code 2010):
fétm :aspfctmspﬂ (32)

where the conversion factor oy, varies from 0.67 to 0.95, the recommended value
in Model Code 2010 is 1.00. If the values from equations 3.1 and 3.2 were aligned,
then a,, = 0.69.

The value of tensile strength of concrete obtained from Eq. 3.1 corresponds
to the U.S. design code tensile strength value (fm = 0.623\f.,) for normal strength
concrete (according to ACI 318-14) with 11 % reserve.

Strengthening material was S&P C-Laminate bonded to the concrete surface
with S&P Resin 220. Tensile tests of the laminate (in accordance with ACI
440.3R-33), adhesive and steel reinforcement are presented in Fig. 3.7, and the
results in Table 3.3. Initial bending moments and FRP prestressing stress of the
tested beams are presented in Table 3.4.
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Fig. 3.7. Tensile tests: a) CFRP laminate; b) epoxy resin; c) steel reinforcement

Table 3.3. Reinforcement properties

CFRP Tensile steel Compressive steel Epoxy
Parameter laminate Ay, reinforcement reinforcement 4>, resin
1.2 x 50 mm As1, 2014 2010
Tensile strength | 2627.61 568.50 537.68 9.20
/ yield strength
for steel f;, MPa
Modulus of elas- | 170.06 199.75 195.55 10.49
ticity E;, GPa
Table 3.4. Prestressing stress and initial bending moments of the tested beams
Beam ID CFRP prestressing stress Initial bending moment
op, MPa My, KNm
BS-0 0 0
BS-20 522.08 0
BS-22 568.57 0
BS-48 1259.01 0
BS-49 1287.07 0
BSM-0-1 0 30.67
BSM-0-2 0 31.03
BSM-17 447.82 32.86
BSM-18 482.12 29.74
BSM-35 919.17 29.16
BSM-46 1212.24 29.97
BSM-56 1471.59 29.72
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3.1.2. Prestressing System

A prestressing system was developed by the author and used in experimental re-
search (European patent application No. EP21167213.4). The proposed FRP pre-
stressing system is based on tensioning against the strengthened beam and in-
cludes three main items: a clamping unit, a light frame for the hydraulic jack, and
anchoring plates (see Fig. 3.8).

11
2) s  as s Concretebeam - a AR Am s A (vao crs
< a 4 a
4 . aa 7 a < 4
4 ) < R <, Y 4 <
N < 4 . ‘ 4 4  AncHor £ <
4 g & < 4 . : : plate ’ ‘ < “
a 4 3 -
" < 4 g <
I T
TQY\ CFRP laminate % ; :
Anchor plates O\ :
i . Clamping unit
Steel frame Hinge = Dynamometer
Anchor plates
Steel frame
b) Concrete beam © 0o~ o [g 5
(¢ ©|0 (<) | [im
= Mo,
] IN
Lo il >
1o e o]
] 4
) \@@/ ) o Jdlo S@ [@—®© | Clamping
Anchor plates Hydraulic jack i—linge Dynamometer unit

Fig. 3.8. Prestressing system of CFRP laminate: a) schematic side view; b) schematic
bottom view; c) picture of the prototype

Whereas the steel frame for the hydraulic jack is tightened with slender bolts,
an additional steel frame anchor system has been adopted to achieve higher ten-
sion levels (see Fig. 3.9).
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Additional anchor system
ollers
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b)

Fig. 3.9. Additional anchor system: a) schematic side view; b) picture

The novel clamping unit consists of tempered steel grips with a corrugated
surface, which are tightened with high strength bolts in a steel frame. Usually, the
result of using corrugated surface steel grips would be a fractured laminate, there-
fore plane surfaces were used in the prestressing systems reviewed in Section 1.1.
The catch of the current invention is to add epoxy adhesive to both upper and
lower contact surfaces of the grips and the laminate, and tighten with high strength
bolts in the steel frame (see Fig. 3.10). The result after one day of hardening is a
more effective clamping unit with very low slip potential.

Fig. 3.10. Clamping of the laminate: a) bonding the laminate; b) tightening the bolts

Such clamping units can be attached on both sides of the laminate one day
before strengthening outside the construction site, this way the strengthening time
is not higher than using any other existing method. If one day does not make any
difference, the clamping unit can be attached to one side of the laminate and the
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other end can be anchored to the concrete with riffled surface steel plates (see
Fig. 3.11), epoxy adhesives must be added onto concrete-laminate, laminate-steel
plate contact surfaces, and the plates must be tightened to concrete with anchor
bolts at once. Anchoring with plane surface plates as proposed in the prior art
would not withstand similar loads, even bonded with epoxy adhesive one day be-
fore the tensioning.

Fig. 3.11. Anchor plates

The specimen preparation process is the same as with other this type tech-
niques described in Section 1.1, which do not make additional damage to the con-
crete. This process includes grinding and cleaning of the concrete surface, and
cleaning of the laminate (Fig. 3.12).

A 3 S

Fig. 3.12. Specimen preparation: a) concrete surface grinding; b) concrete surface
cleaning; c) cleaning of the laminate

Considering the laminate is composed of fibres and a polymeric matrix, and
its surface slip properties will be similar to those of other fibres in the polymeric
matrix, it becomes obvious that the present invention can be used with other FRP
laminates. It should be noted, during the research program, different angles of
bending CFRP laminate in a clamping unit were tested and 7° was found as an
optimal safe angle of bending laminate. There is a high risk of breaking the lami-
nate with bending angles higher than 10°.
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3.1.3. Experimental Results

As it was expected for the RC members with a balanced reinforcement ratio, the
failure mode of the control beams was steel yielding followed by concrete crush-
ing (Fig. 3.13).

Fig. 3.13. Failure modes of the control beams

All BS series beams, strengthened before external load action, ended up with
steel yielding followed by interfacial FRP debonding (Fig. 3.14).

There was an initial stress-strain state and initial deflection in BSM series
beams, therefore, the laminate pressed better to the beam during prestressing.
However, the constant action of the external load may adversely affect the com-
posite action of the joint between the concrete and the FRP.

Failure modes of BSM series beams were similar to BS series, although the
FRP reinforcement of the non-prestressed beams performed better and higher
load-carrying capacity was achieved (Fig. 3.15).

A slip occurred at the anchorage zone of the beam BSM-0-1
(M = 59.64 kNm), at a similar load as the failure load of beam BS-0
(M = 57.63 kNm). Although the FRP reinforcement was later on hooked in the
anchorage zone, the concrete-FRP connection was already damaged and the fail-
ure of the beam was similar to that of the control beams, therefore the moment of
slip will be considered as a failure load. Similar failure character was observed in
beams BSM-17, BSM-18 and BSM-35, only the laminate was hooked at loads
closer to load-carrying capacity (BSM-17: M, = 77.40 kNm, M, = 81.08 kNm;
BSM-18: My, = 72.53 kNm, M, = 78.31 kNm; BSM-35: M, = 82.99 kNm,
M, = 87.33 kNm). Apparently, the beam BSM-0-2 had better bond characteristics
as FRP interfacial debonding occurred in parallel with concrete crushing. The fail-
ure mode of the remaining beams was steel yielding followed by FRP interfacial
debonding.
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Fig. 3.14. Failure modes of the BS series beams

Failure modes of the strengthened beams show that the full shear connection
of concrete and FRP was not ensured. The overall efficiency of the strengthening
can be demonstrated by the increase in the bending moment corresponding to the
yield stress of the tensile steel reinforcement (yield moment, see Fig. 3.16).

Figure 3.16 represents the difference in percent of strengthened (M) and
control (M, cs) beam yield moments, taken from moment-deflection dependency
graphs. When the beams were strengthened without prestressing, the yield mo-
ment increased by more than 20 %. After prestressing with loads close to 50 % of
FRP strength, the yield moment increased by more than 100 %. The difference is
a little lower for BSM series beams as the steel reinforcement had an initial stress
state at the strengthening moment. This proves that prestressing is a great way to
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exploit the potential of this high strength material and significantly improve the
performance of the structure.

Fig. 3.15. Failure modes of the BSM series beams
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Fig. 3.16. Difference in percent of strengthened and control beam yield moments:
a) BS series beams; b) BSM series beams

The impact of prestressing on serviceability limit states is illustrated in
Figures 3.17-3.19.

Maximum crack width development in BS series beams is presented in
Fig. 3.17a and in BSM series in Fig. 3.17b.
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Fig. 3.17. Crack width development: a) BS series beams; b) BSM series beams

Crack width had a high variation in not strengthened RC members, and when
the elements were strengthened before loading (BS series), the crack width devel-
opment was stable from the start of loading. On the other hand, when the RC
members were strengthened under external load action (BSM series), a common
situation in practice, crack width development was unstable until strengthening,
and it was stabilized and improved after prestressing of FRP reinforcement. The
concrete cracks were closed to a certain level at the moment of prestressing. How-
ever, a crack width jump was visible after the external load increment.

Mid-span deflection response of BS series beams is given in Fig. 3.18 and
BSM series beams in Fig. 3.19.
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Fig. 3.18. Mid-span deflection of BS series beams: a) full; b) cutout
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Fig. 3.19. Mid-span deflection of BSM series beams: a) full; b) cutout

Although the BS-48 and BS-49 beams had a greater negative curvature due
to prestressing, the concrete cracked during prestressing and the character of mo-
ment-deflection graphs became similar to the beams with lower prestressing levels
BS-20 and BS-22, which did not crack during prestressing. However, the bending
moment corresponding to the steel reinforcement yield stress (denoted as yield
moment) was proportionately higher for the beams with higher prestressing stress.

As in the case of crack width, a deflection jump was observed immediately
after post-prestressing external load increment of BSM series beams. To clarify
this phenomenon, the strains of tensile concrete were compared with the ones of
FRP at the same sections. Strain increment after decompression compared for BS
series beams (Fig. 3.20-3.24) and the strain increment after post-prestressing in-
crease of external load for BSM series beams (Fig. 3.25-3.31).
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Fig. 3.20. Comparison of CFRP and tensile concrete strains of the beam BS-0

The strains of BS-0 beam were measured with 50 mm base LVDT’s at the 4
largest cracks. The effect of concrete-FRP partial shear connection revealed at all
four cracks. The dotted lines in the figures connect the start point of a comparison
to the point of the bending moment corresponding to the yield stress of the steel
reinforcement. These lines represent the linear descending decay of the bond.
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Fig. 3.21. Comparison of CFRP and tensile concrete strains of the beam BS-20

The same linear descending decay of the concrete-FRP bond is visible in
Fig. 3.21. Only in this case the redistribution of strain between the different cracks
is observed after the steel yield point.
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Fig. 3.22. Comparison of CFRP and tensile concrete strains of the beam BS-22

Fig. 3.22 clearly illustrates the linear descending decay of concrete-FRP

bond.
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Fig. 3.23. Comparison of CFRP and tensile concrete strains of the beam BS-48

The FRP reinforcement slip at the crack occurred at 0.43 M, in the beam
BS-48, and the difference between concrete and FRP strains was steadily increas-
ing until stabilization at 0.69 M, (see Fig. 3.23).

The effect of partial shear connection was not revealed at the points of the
beam BS-49 where the strains were measured (see Fig. 3.24). BS-49 was the only
beam where the slip in the contact surface of concrete and FRP was not recorded.

The vertical dotted line drawn in Fig. 3.25 represents the average of the ratio
of the FRP and concrete strains, which approximately corresponds to the values
obtained at the yield moment of the above cases.
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Fig. 3.24. Comparison of CFRP and tensile concrete strains of the beam BS-49
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Fig. 3.25. Comparison of CFRP and tensile concrete strains of the beam BSM-0-1
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Fig. 3.26. Comparison of CFRP and tensile concrete strains of the beam BSM-0-2

The difference in concrete and FRP strain of the BSM-0-2 beam at the meas-
ured crack occurred at 0.46 M, and was stable up to the yield moment at which
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further linear decomposition of the bond was observed up to the failure load. Ver-
tical mean line corresponds to the same point as in BSM-0-1 case.
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Fig. 3.27. Comparison of CFRP and tensile concrete strains of the beam BSM-17
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Fig. 3.28. Comparison of CFRP and tensile concrete strains of the beam BSM-18

The difference in strains immediately appeared at the measured crack of the
beams BSM-17 and BSM-18 (see Fig. 3.28).

A clear descending line is recorded in the beam BSM-35 at the 50 mm and
200 mm base measuring points up to the steel yield moment, afterwards aligned
with the vertical (see Fig. 3.29). Descending lines recorded in BS series and BSM-
0-1, BSM-0-2, and BSM-35 beams. However, a clear vertical mean line can be
drawn in all BSM series beams.



3. EXPERIMENTAL TESTS AND VALIDATION OF THEORETICAL MODELS 85

90 | M, kNm BSM-35 BSM-35

1 80
80 g ,,,,,,,,,,,,,,, M Yo 70
70 3
60
60 —f
of (200 mm) 50
50 —cct —Crack (50 mm)
40 ect (200 mm) 200 mm 40
g/ ey
30 g %0 _| ; 30
0 5 10 15 1.0 0.8 0.6 0.4 0.2 0.0

Fig. 3.29. Comparison of CFRP and tensile concrete strains of the beam BSM-35
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Fig. 3.30. Comparison of CFRP and tensile concrete strains of the beam BSM-46

The difference of strains immediately appeared at the 50 mm and 200 mm
base measuring points in beams BSM-46 and BSM-56, as clear vertical lines are
visible in figures 3.30 and 3.31.
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Fig. 3.31. Comparison of CFRP and tensile concrete strains of the beam BSM-56
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To summarize, the gradual decay of the adhesive joint and the subsequent
activation of the anchors are observed in most BS series beams. However, an im-
mediate activation of the anchors is observed in most cases of the BSM series
beams. This phenomenon causes a strain difference of tensile concrete and FRP
reinforcement, which can be evaluated with the bond stiffness reduction factor
described in Chapter 2.1.

In view of the conclusions above, an additional coefficient is introduced to
the bond stiffness reduction factor:

Yy =k p- (3.3)

Coefficient k,; = 1.00 for the beams strengthened under external load action
(BSM) and £, can be calculated assuming a linear descending decay of the adhe-
sive joint for the BS series beams:

E
I s L (3.4)

sl.y

The above factors allow to evaluate concrete-FRP partial shear connection
effect on the strengthened RC member’s deformations.

3.2. Validation of Theoretical Models

3.2.1. Properties of the Additional Beams Used in the Analysis

The results of additional 73 RC beams strengthened with externally bonded and
near surface mounted CFRP and GFRP sheets, laminates, strips, and rods were
taken from various scientific publications for the load-carrying capacity and de-
flection analysis. Geometric and material properties of these beams are presented
in Table 3.5. Attention should be paid to the percentages of the internal and exter-
nal reinforcement of the specimens in Table 3.5, also, the different prestressing
levels, and the different reinforcement systems used.

Additional beams for crack width analysis: two RC beams strengthened with
externally bonded CFRP sheets (B3, B4) tested earlier at Vilnius Gediminas Tech-
nical University laboratory (Slaitas et al. 2018, Daugeviius et al. 2012,
Daugevicius and Valivonis, 2013), presented in Fig. 3.32a and Table 3.6. Also,
three additional RC beams strengthened with NSM GFRP rods (GCB series)
tested by Xing et al. (2018). The beams presented in Fig. 3.32b and Table 3.6
were strengthened with NSM GFRP rods with different reinforcement ratios of
internal and external reinforcements, also, Xing et al. managed to record the crack
width of these beams up to element failure.
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Table 3.5. Main parameters of additional beams

Ay
Aa/b | 1, EBR/
Reference 4% | Mpa ﬁ?df, fsMPa | E; GPa | g,, MPa NSM
0
g(l)allgas etal |\ o76 |s60 | 037 |2334 | 213 0-120 | EBR
0.85 400 0.11 3100 165 1000 EBR
Peng et al. 0.13-
2014 0.85 400 0'14 2068 131 0-1000 | NSM
0.04— | 2453— 165—
0.40 426 012 3479 230 0 EBR
Jung et al. 0.04— | 1878- 121-
2005,2017 | 940 1420 o1 2453 | 165 0 NSM
0.04— | 1500- 100—
0.45 436 022 2483 167 0 NSM
Woo et al. 0.29— | 466—
2008 119 501 0.08 2850 165 0-1323 | EBR
0.50— | 525-
Fuetal 2017 0.75 531 0.11 3263 251 0 EBR
0.12— | 1350-
Sharaky et al. 0.58 45 0.26 2350 64-170 1 0 NSM
2014, 2015 0.13— | 1350-
0.58 540 0.26 2500 64-170 | 0 NSM
El-Hacha and
Gaafar 2011 0.77 475 0.08 2167 130 0-1241 | NSM
Barros et al. 0.54— 0.16—
2005 0.94 730 0.24 2740 159 0 NSM
Rezazadeh
ot al. 2014 0.39 585 0.06 1922 164 0-823 NSM
Table 3.6. Additional beams for crack width analysis
Beam fcma f)'zsl» Es]» fv,sZa ESZs f/‘."u» Efs Op,
MPa MPa GPa MPa GPa MPa GPa MPa
B3 28.70 318 205 420 204 4800 | 230 0
B4
GCB-1 37.44* | 498 203 531 204 966 40 0
GCB-2 37.84* | 498 203 531 204 966 40 0
GCB-3 39.36* | 505 205 531 204 966 40 0

*— derived from compressive strength of concrete cube, which was equal to 46.8, 47.3,
49.2 MPa respectively.
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Fig. 3.32. Geometric characteristics: a) EBR CFRP sheets (Slaitas et al. 2018,
Daugevicius et al. 2012, Daugevicius and Valivonis, 2013); b) NSM GFRP rods
(Xing et al. 2018)

3.2.2. Comparison of the Experimental and Numerical Results

Figure 3.33 and Table 3.7 represent the comparison between the ultimate bending
moments obtained experimentally and numerically.
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Fig. 3.33. Experimental-calculated load carrying capacity of the strengthened beams
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Table 3.7. Experimental-calculated load carrying capacity of the strengthened beams

Statistical parameters Myexp | Mucaiey | Muep ! Mucaies | Muexp ! Mu.caics
W= Yis W= yr yr=1

Mean 1.12 1.06 0.89

Standard deviation 0.15 0.14 0.14

Coefficient of variation, % 13.83 13.66 15.82

Coefficient of correlation, R 0.97 0.97 0.96

Ultimate bending moment with low systematic error (1.06-1.12), low random
error (0.14-0.15), low coefficient of variation (13.66-13.83 %) and high coeffi-
cient of correlation (0.97) was predicted sufficiently precisely. Although the sta-
tistical difference between bending moments with the reduced FRP-concrete con-
tact stiffness and without it was not significant, the points from the failure side
moved to the safety side. Moreover, some beams achieved only a slightly higher
load than 50 % of a predicted load bearing capacity without contact stiffness re-
duction (yy = 1), what is critically unsafe. Therefore, the proposed calculation
technique should be considered for use in practice.

The bond stiffness reduction factor w5 in Fig. 3.33 is calculated by Eq. 2.14
accepting design bond length equal to crack spacing L, = L. The bond stiffness
reduction factor w7 is calculated by Eq. 2.19 accepting design bond length equal
to the distance from the FRP reinforcement end to the mid-span of the beam
Ly = Lpona / 2. The values of the ultimate bending moment obtained considering
these failure modes are similar, therefore both approaches can be used for a pre-
diction of the load carrying capacity of flexural RC members strengthened with
FRP composites.

Bending moment — deflection dependency graphs of the beam series BS and
BSM presented in figures 3.34 and 3.35. Deflections denoted as Gross and
Cracked were adopted in the following way.

2 2 2 2
SG — E.'MaL _ PL ep . Crached = E.'MaL _ PL ep . (3 5)
h Ecm [g 8Ecm ]g EchCV 8Ecm ICI‘

Comparison of experimental and numerical graphs confirms the following
assumptions: (1) if the element is already cracked before loading, the cracked and
not cracked zones of the beam distributes approximately equally along the ele-
ment, i.e. (M- / M,)" <0.5. (2) When RC members were strengthened from the
start of loading without prestressing (see Fig. 3.36), the effect of FRP reinforce-
ment should be not taken into account for the deflection response up to the bend-
ing moment corresponding to the steel yield stress. (3) The tension stiffening ef-
fect evaluation power m =~ 1.00 while BS series beams had a negative curvature
due to prestressing, afterwards it is in between 1.00 < m < 2.00. However, power
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m = 1.00 for BSM series beams and BS series beams, which did not crack during
prestressing. (5) Correspondence between experimental and numerical graphs
proves that the slip between concrete and FRP exists and its effect can be evalu-
ated sufficiently precisely by the method proposed in this thesis.
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Fig. 3.34. Bending moment-deflection dependency graphs: a) BS-0; b) BS-20; ¢) BS-22;
d) BS-48; ) BS-49

Moment-deflection graphs of the beams BSM-17 and BSM-46 do not repre-
sent the accuracy of the proposed method for strengthened members, therefore

these beams were additionally evaluated from the strengthening point (see
Fig. 3.37).
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Fig. 3.35. Bending moment-deflection dependency graphs: a) BSM-0-1; b) BSM-0-2;
¢) BSM-17; d) BSM-18; e) BSM-35; f) BSM-46; g) BSM-56
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Fig. 3.37. Deflection from the strengthening point: a) BSM-17; b) BSM-46

Since the break point in the moment-deflection graph is the bending moment
corresponding to the steel yield stress, an accurate prediction of it is important.
Comparison of numerical (taking into account the assumptions above) and exper-
imental mid-span deflection at this point with additional beams taken from various
scientific publications (Table 3.4) presented in Fig. 3.38.
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Fig. 3.38. Deflection corresponding to yield moment: a) dependence of numerical and
experimental results; b) error graph

Although in some cases the numerical results were more accurate while as-
suming power m = 1.00, the overall statistics show that a more accurate result is
obtained (or with reserve) with m = 2.00. However, a novel experimental research
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has shown the opposite, that the power m =~ 1.00 for the beams strengthened under
external load action (BSM series) and when prestressing did not cause flexural
cracks for BS series beams.

It should also be noted that the highest errors were obtained in beams without
prestressing, which only confirmed the theory that the deflection of such beams
should be calculated without evaluation of the FRP work.

The flexural stiffness of the element decreases and the deflection law changes
after the steel reinforcement reaches the yield stress. Finding a further deflection
increment is important for strengthened structures as the deflection does not yield.
Therefore, the comparison of the numerical and experimental values of mid-span
deflection corresponding to load-carrying capacity of the element is presented in
Fig. 3.39.
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Fig. 3.39. Deflection corresponding to load-carrying capacity: a) dependence of
numerical and experimental results; b) error graph

Mid-span deflection with a low systematic error (1.11 for J, and 1.04 for é.),
low random error (0.19 for J, and 0.24 for J,), low coefficient of variation
(17.00 % for J, and 23.42 % for ¢,) was predicted sufficiently precisely. It was
observed that even small levels of prestressing (especially when prestressing do
not cause flexural cracks) engage the external reinforcement and greatly improve
the deflection response.

Bending moment-crack width dependency graphs of the beam series BS and
BSM are presented in Figures 3.40 and 3.41.

Predicted bending moment-crack width dependency graphs sufficiently pre-
cisely replicate the experimental points (coefficient of correlation 0.95+1.00).
Crack width of the beams BSM-46 and BSM-56 was predicted with higher
reserve — the effect of prestressing was higher for the beam BSM-56 and the con-
crete-FRP partial shear connection effect was lower for both beams.
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Fig. 3.40. Bending moment-crack width dependency graphs a) BS-22; b) BS-20;
¢) BS-49; d) BS-48; e) BS-BS-0; f) error graph
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Fig. 3.41. Bending moment-crack width dependency graphs a) BSM-0-1; b) BSM-0-2;
c) BSM-17; d) BSM-18; e) BSM-35; f) BSM-46; g) BSM-56; h) error graph
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Bending moment-crack width dependency graphs of additional beams
(Table 3.6) presented in Fig. 3.42.

GCB-1 GCB-2

X Experimental 50
—Proposed, R=0.92

X Experimental
—Proposed, R=0.98

w, mm | 0

1.0 2.0 3.0 4.0 0.0 1.0 2.0 3.0

X

GCB-3

’W
—Proposed, R=0.98
o+  wmm -
0.0 1.0 2.0 3.0
Fig. 3.42. Bending moment-crack width dependency graphs: a) B3 and B4 (Slaitas et al.
2018, Daugevicius et al. 2012, Daugevicius and Valivonis, 2013); b) GCB-1; ¢) GCB-2;
d) GCB-3 (Xing et al. 2018)

Compliance of the calculated and numerical results of additional beams in
Fig. 3.42 confirm the theory that the crack width can be predicted sufficiently
precisely, even after the steel yield point.

3.3. Conclusions of Chapter 3

Within this Chapter, the following conclusions can be drawn:

1. Different angles of bending CFRP laminate in a clamping unit were tested
and 7" was found as an optimal safe angle. There is a high risk of breaking
the laminate with bending angles higher than 10",

2. The tempered steel plates profiled with peaks are found as the best solu-
tion for preventing FRP-clamping unit interfacial slip. Larger area anchor
plates can be profiled with linear grooves. Additional layer of epoxy resin
between the surfaces prevents the disintegration of the laminate polymer
matrix.

3. When the RC elements were strengthened before loading (BS series), the
crack width development was stable from the concrete cracking point. On
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the other hand, when the RC members were strengthened under external
load action (BSM series), a common situation in practice, the crack width
development was unstable until strengthening, and it was stabilized and
improved after prestressing of FRP reinforcement. The concrete cracks
were closed to a certain level during prestressing. However, a crack width
jump was recorded after the external load increment.

. When the beams were strengthened without prestressing, the yield mo-

ment has increased by more than 20% from the control beams. After prest-
ressing with loads close to 50% of FRP strength, the yield moment has
increased by more than 100% from the control beams. Accordingly, the
deflection and crack widths were also reduced. The difference is a little
lower for BSM series beams as the steel reinforcement was subjected to
an initial stress state at the strengthening moment. This proves that prest-
ressing is a great way to exploit the potential of this high strength material
and significantly improve the performance of the structure.

. The gradual decay of the adhesive joint and the subsequent activation of

the anchors are observed in most BS series beams. However, an imme-
diate activation of the anchors is observed in most cases of the BSM series
beams. This phenomenon causes a strain difference of tensile concrete
and FRP reinforcement, which can be evaluated by the proposed bond
stiffness reduction factor.

. Ultimate bending moment with low systematic error (1.06-1.12), low ran-

dom error (0.14-0.15), low coefficient of variation (13.66-13.83 %) and
high coefficient of correlation (0.97) was predicted sufficiently precisely.
Although the statistical difference between bending moments with the re-
duced FRP-concrete contact stiffness and without it was not significant,
the points from the failure side moved to the safety side. Moreover, some
beams achieved only a slightly higher load than 50 % of a predicted load
bearing capacity without contact stiffness reduction (y= 1), what is cri-
tically unsafe. Both the proposed numerical techniques considering the
intermediate crack-induced debonding failure mode and the simplified
bond strength solution are acceptable for use.

. When RC members are strengthened before external load action without

prestressing, the effect of FRP reinforcement should be not taken into ac-
count for the deflection response up to the bending moment corresponding
to the steel yield stress.

. Correspondence between numerical and experimental moment-deflection

graphs (R = 0.98-1.00) proves that the slip between concrete and FRP
exists and its effect can be evaluated sufficiently precisely by the method
proposed in this thesis.
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9. It was observed that even small levels of prestressing (especially when
prestressing do not cause flexural cracks) engage the external reinforce-
ment and greatly improve the deflection response.

10.The comparison of numerical and experimental results of the strengthened
beams tested by other authors revealed that the numerical results were
more accurate while assuming the tension stiffening effect evaluation
power m = 2.00. However, a novel experimental research has shown the
opposite, that the power m = 1.00 for the beams strengthened under exter-
nal load action (BSM series) and when prestressing did not cause flexural
cracks for BS series beams.

11.Predicted bending moment-crack width dependency graphs sufficiently
precisely replicate the experimental points (coefficient of correlation
0.95+1.00). Moreover, the results of additional beams tested by other
authors confirmed the theory that the crack width can be predicted suffi-
ciently precisely, even after the steel yield point.






General Conclusions

Summarizing the findings of the dissertation, the following conclusions can be

drawn:
1.

Existing FRP prestressing systems use plain surfaces for clamping units,
leading to a risk of slip in a contact surface, or additional damage to the
concrete is required, which can be impossible due to the risk of damaging
internal reinforcements. The significance of the proposed system is to use
tempered steel plates profiled with peaks for preventing FRP-clamping
unit interfacial slip. Larger area anchor plates can be profiled with linear
grooves. Additional layer of epoxy resin between the surfaces prevents
the disintegration of the laminate polymer matrix.

Intermediate crack induced (IC) debonding is distinguished as the most
common failure mode of FRP strengthened RC members. Therefore,
methods assessing this type of failure are also applied in design codes.
However, techniques found in the literature use the fracture energy/fai-
lure criterion or limit stresses derived from narrow parametric scope pull-
off/out shear tests and usually work only for EBR or only for NSM
strengthening techniques. Some research has shown that even models dis-
tinguished elsewhere as having the highest level of accuracy can have
high errors when the test parameters are changed.
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Partial shear connection of concrete and FRP reinforcement can be taken
into account by reducing the axial stiffness of FRP reinforcement with
the reduction factor based on built-up bars theory. However, the applica-
tion of this theory is greatly influenced by the finding of the effective
shear modulus of the joint. Therefore, the analytical solution is proposed
comprising an intermediate crack-induced debonding failure mode and a
simplified bond strength solution.

The gradual decay of the adhesive joint and the subsequent activation of
the anchors are observed in most BS series beams. However, an im-
mediate activation of the anchors is observed in most cases of the BSM
series beams. This phenomenon causes a strain difference of tensile con-
crete and FRP reinforcement, which can be evaluated by the proposed
bond stiffness reduction factor.

Load bearing capacity of the RC beams strengthened with externally
bonded and near surface mounted CFRP and GFRP laminates, sheets,
strips, and rods with low systematic error (1.06-1.12), low random error
(0.14-0.15), low coefficient of variation (13.66-13.83 %) and high coef-
ficient of correlation (0.97) was predicted sufficiently precisely. If the
load carrying capacity was calculated assuming concrete-FRP full shear
connection (yy= 1), some beams would fail at a slightly higher load than
50 % of a predicted load carrying capacity. Therefore, both the proposed
partial shear connection evaluation techniques considering the in-
termediate crack-induced debonding failure mode and the simplified
bond strength solution are acceptable for use.

The direct relation of concrete crack parameters and strains is proposed
based on the modified fracture mechanics crack model. The mathemati-
cally and physically correct application of the proposed relation is pre-
sented in two possible ways: prediction of the maximum crack width
development and stress-strain state evaluation — reverse task. Predicted
bending moment-crack width dependency graphs sufficiently precisely
replicate the experimental points (coefficient of correlation 0.95+1.00).
Moreover, the results of additional beams tested by other authors con-
firmed the theory that the crack width can be predicted sufficiently pre-
cisely, even after the steel yield point.

A deflection calculation technique based on the modelling of cracked and
uncracked cross-sections with springs in series and incorporating the ef-
fects of prestressing and concrete-FRP partial shear connection is pro-
posed. Correspondence between experimental and numerical graphs (R
= 0.98+1.00) proves that the slip between concrete and FRP exists and
its effect can be evaluated sufficiently precisely by the method proposed
in this paper.
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8.

It was observed that even small levels of prestressing (especially when
prestressing do not cause flexural cracks) engage the external reinforce-
ment and greatly improve the deflection response. When RC members
are strengthened before external load action without prestressing, the ef-
fect of FRP reinforcement should be not taken into account for the de-
flection response up to the bending moment corresponding to the steel
yield stress.
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Jvadas
Problemos formulavimas

Pastaraisiais deSimtmeciais pluostu armuoty kompozitiniy (FRP) medziagy panaudojimas
gelzbetoniniy konstrukcijy stiprinimui nuolatos auga. Konstrukcijy stiprinimo priezastimi
gali biti projektavimo ir statybos klaidos, prasta konstrukcijy prieziira bei medziagose
vykstatantys korozijos ir senéjimo procesai. Daugeliu atvejy FRP medziagy panaudojimas
yra racionalus stiprinimo sprendimas. Lyginant su tradiciniais stiprinimo metodais §ios
medziagos yra lengviau tvirtinamos, tai leidzia sumazinti darbo sgnaudas, jos turi geresnj
estetin] vaizda bei yra ilgaamziskesnés. Be to, $is kompozitas gali buiti efektyviai panau-
dotas ji i§ anksto jtempiant. Tokiu biidu ne tik padidinama stiprinamo elemento laikomoji
galia, bet ir sumazinami jlinkiai ir padidinamas atsparumas pleis¢jimui. Taciau dazniaus-
siai pasitaikantis sustiprinty konstrukcijy irimo atvejis yra prieslaikinis trapus betono ir
kompozito jungties irimas. Kol gelzbetoniné konstrukcija nesuplei$¢jusi betono ir kom-
pozito jungtyje Slyties deformacijos nepasireiskia ir galima teigti, kad jungtis yra standi.
Betone atsivérus plySiams, plySio krastuose susidaro jtempiy koncentracija, tai sumazina
betono ir kompozito jungties standuma, ir sukelia praslydima, kuris i§Saukia betono ir
kompozito jungties trapy irima. Tokie irimo atvejai daznai pasitaiko kompozitu sustiprin-
tuose lenkiamuose elementuose. Kity autoriy pasitilytuose betono ir kompozito jungties
stiprumo vertinimo modeliuose naudojamos irimo kriterijy ar irimo energijos reik§més
iSvestos i§ mazos parametrinés sklaidos kompozito atplésimo bandymy, nors jungties
elgsena ir irimo kriterijai gali biiti visai kitokie realaus dydzio lenkiamuose elementuose
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su gerokai didesniais kompozito tvirtinimo ilgiais. Daznai skaiciuojant kompozitu sustip-
rinty gelzbetoniniy elementy deformacijas ir plei$¢jima tarp betono ir kompozito verti-
nama standi jungtis.

Darbo aktualumas

Atsizvelgiant | esama situacijg, atsiranda analitiniy laikomosios galios, jlinkio, plysio pa-
rametry skai¢iavimo metody, vertinanciy betono ir kompozito dalinai standzios jungties
ir kompozito iSankstinio jtempimo efektus, poreikis. Tokiu biidu biity ne tik efektyviai
jvertinamas galimas prie$laikinis elemento irimas, bet ir aprasoma pilna dalinai standZios
jungties tarp betono ir kompozito elgsena ir jos jtaka elemento deformacijoms ir pleiséji-
mui.

Nors stiprinimas dazniausiai reikalingas esamoms eksploatuojamoms konstrukci-
joms, taciau betono ir kompozito jungties darbas, kai sijos stiprinamos veikiant iSorinei
apkrovai, iki Siol pilnai nebuvo istirtas. Todél nauji betono ir kompozito dalinai standzios
jungties elgsenos ir sustiprinto gelzbetoninio elemento deformacijy duomenys turéty pa-
daryti jtaka tolimesniems tokiy konstrukcijy tyrimams ir praktiniam kompozitiniy me-
dziagy panaudojimui.

Kadangi kompozitiniy medziagy iSankstinis jtempimas stiprinant eksploatuojamas
konstrukcijas kelia nemazai i§§tikiy statybos inZinieriams, atsirado esamo technikos lygio
analizés ir naujy kompozitinés medziagos inkaravimo sprendiniy poreikis.

Tyrimo objektas

Tyrimy objektas yra trumpalaike apkrova veikiamy i$ anksto jtemptu anglies pluosto kom-
pozitu sustiprinty, lenkiamyjy gelzbetoniniy elementy betono ir kompozito dalinai stan-
dzios jungties jtakos betono pleis¢jimui, jlinkiui ir laikomajai galiai vertinimas.

Darbo tikslas

Disertacijos tikslas yra sukurti i§ anksto jtemptu anglies pluosto kompozitu sustiprinty
lenkiamyjy gelzbetoniniy elementy iSankstinio jtempimo jégos, betono ir anglies pluosto
kompozito dalinio jungties standumo jtakos betono plei$éjimui, jlinkiui ir laikomajai ga-
liai vertinimo modelj.

Darbo uzdaviniai

Darbo tikslui pasiekti sprendziami Sie uzdaviniai:

1. Sukurti sijy laikomosios galios, jlinkiy ir betono plySio parametry vertinimo mo-
delius, jvertinant anglies pluosto kompozito iSankstinio jtempimo bei betono ir
kompozito dalinai standzios jungties efektus.

2. Sukurti anglies pluosto kompozito iSankstinio jtempimo jrangg ir pasiilyti ja pa-
lydincig stiprinimo technologija.

3. Atlikti gelzbetoniniy sijy, sustiprinty i§ anksto jtemptu anglies pluosto kompo-
zitu, eksperimentinius tyrimus, vertinant betono ply§io parametry ir sijos jlinkio
Vystymasi.
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4. Palyginti eksperimentinius ir teorinius rezultatus. Remiantis gautais rezultatais
patikslinti skai¢iavimo metodus.

Tyrimy metodika
Nagringjant darbo objekta taikyti §ie metodai:

— teoriniai (analizés bei sintezés) metodai: sukurtas i§ anksto jtemptu CFRP kom-
pozitu sustiprinty gelzbetoniniy elementy laikomosios galios, ilinkio ir plySio
plocio vertinimo teorinis modelis;

— eksperimentiniai metodai: atliktas gelzbetoniniy sijy, sustiprinty i§ anksto jtemp-
tomis CFRP juostomis, eksperimentinis tyrimas;

— statistikos metodai: daromos iSvados renkant, analizuojant ir paaiskinant statisti-
nius duomenis.

Darbo mokslinis naujumas

1. Pasiilytas naujas analitinis betono ir CFRP kompozito dalinai standzios jungties
vertinimo modelis.

2. Pasitlyti nauji alternatyviis laikomosios galios, jlinkio ir plei§¢jimo skai¢iavimo
modeliai, jvertinant kompozito iSankstinio jtempimo bei betono ir CFRP kompo-
zito dalinai standzios jungties efektus.

3. Pasitlyta nauja FRP juosty iSankstinio jtempimo jranga su efektyviais rifliuotais
inkaravimo jrangos pavirsiais.

4. Gauti nauji betono ir CFRP kompozito dalinai standzios jungties elgsenos ekspe-
rimentiniai duomenys.

5. Gauti nauji trumpalaike apkrova veikiamy gelzbetoniniy sijy, sustiprinty i$
anksto jtemptu anglies pluosto kompozitu, eksperimentiniy tyrimy rezultatai.

Darbo rezultaty praktiné reikSmé

Siame darbe sitiloma analitinis betono ir kompozito dalinai standZios jungties vertinimo
modelis, jvertinant pilng jungties irimg nuo betono pleis¢jimo iki pilno elemento suirimo,
taip pat gelzbetoniniy elementy, sustiprinty i§ anksto jtemptomis FRP juostomis, laikomo-
sios galios, jlinkio ir plySio plo€io skai¢iavimo modeliai. Sitiloma unikali iSoriskai klijuo-
jamy FRP juosty iSankstinio jtempimo jranga su efektyvia inkaravimo sistema. Atlikti
eksperimentiniai tyrimai leido iSanalizuoti betono ir kompozito dalinai standzios jungties
bei kompozito iSankstinio jtempimo jtaka sustiprinto elemento elgsenai. Buvo i$spresti
teoriniai ir praktiniai tinkamo sustiprinty konstrukcijy darbo vertinimo ir iankstinio jtem-
pimo technologijos klausimai.

Ginamieji teiginiai
1. Darbe pasitlytas analitinis betono ir anglies pluosto kompozito dalinai standzios

jungties skai¢iavimo modelis leidZia jvertinti betono ir kompozito deformacijy
skirtuma bei jungties standumo sumazéjima.
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2. Darbe pasiiilyti laikomosios galios, ilinkio ir plySio ploc¢io skai¢iavimo modeliai,
vertinantys betono ir anglies pluosto kompozito dalinai standZzios jungties bei
kompozito iSankstinio jtempimo efektus, leidzia pakankamai tiksliai jvertinti i§
anksto jtemptu anglies pluosto kompozitu sustiprinty lenkiamyjy gelzbetoniniy
konstrukeijy tinkamumo ir saugos ribinius bivius.

3. Lenkiamyjy anglies pluosto kompozitu sustiprinty gelzbetoniniy elementy plysio
plotis gali biiti tiesiogiai susietas su elemento deformacijomis panaudojant irimo
mechanika paremta plySio model;.

4. Norint gauti tikslesnius jlinkio ir ply$io plo¢io skai¢iavimo rezultatus, turi biiti
jvertinta betono ir kompozito dalinai standi jungtis. Jungties elgsena ir elemento
tempiamasis sustandéjimas skiriasi, kai elementas stiprinamas veikiant iSorinei
apkrovai.

Darbo rezultaty aprobavimas

Disertacijos tema paskelbti 9 moksliniai straipsniai, i§ kuriy 5 — Zurnaluose turin¢iuose
cituojamumo rodiklj. Disertacijoje atlikty tyrimy rezultatai buvo paskelbti 4-iose tarptaut-
inése ir 1-oje nacionalinéje konferencijose:

— 23-0ji tarptautiné konferencija 23rd International Conference on Composite
Structures (ICCS23) & 6th International Conference on Mechanics of Compo-
sites (MECHCOMP®S), Porto, Portugalija, 2020;

— 5-0ji tarptautiné konferencija 5th International Conference on Mechanics of
Composites (Mechcomp 5), Lisabona, Portugalija, 2019;

— 13-0ji tarptautiné konferencija 1/3th International Conference ,, Modern Building
Materials, Structures and Techniques “ (MBMST 2019), Vilnius, Lietuva, 2019;

— 9-0ji tarptautiné konferencija 9th International Conference on Fibre-Reinforced
Polymer Composites in Civil Engineering (CICE 2018), Paryzius, Pranciizija,
2018;

— 20-0ji Jaunyjy mokslininky konferencija Mokslas — Lietuvos ateitis, Statybos
inzinerija, Vilnius, Lietuva, 2017.

Disertacijos struktura

Darba sudaro jvadas, trys pagrindiniai skyriai, iSvados, literatiiros sarasas ir autoriaus pub-
likacijy disertacijos tema sarasas.

Padéka

Disertacijos autorius nuosirdziai dékoja savo vadovui, GelZbetoniniy konstrukceijy ir geo-
technikos katedros vedéjui prof. dr. Juozui Valivoniui uz lyderyste, motyvacija, neikaino-
jama patirtj ir Zinias.

Ypatingas dékingumas skiriamas Artinui Speiciui, Antanui Patapaviciui, Kestuciui
Paltanaviciui i§ Konstrukcijy modeliy laboratorijos uz nejkainojamg pagalbg gaminant
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iSankstinio jtempimo jranga. Taip pat dr. Aleksandr Sokolov, Statybiniy konstrukcijy ir
geotechnikos laboratorijos vedéjui Gintarui Jurkénui, technikui Aleksandrui Zajacui, la-
borantams Juozui Gervei ir Grigorij Kuksov uz pagalba atliekant eksperimentinius tyri-
mus. Be abejo, ypatinga padéka skiriama Statybos fakulteto dekanui prof. dr. Algirdui
Juozapaidiui uz pasitikéjimg ir palaikyma.

Be to, autorius reiskia didziausia padéka doc. dr. Arnoldui Sneideriui, kuris visada
pasirenges padéti, prof. dr. Dariui Bacinskui, prof. habil. dr. Gintariui Kaklauskui, prof.
dr. Romualdui Kliukui ir dr. Mantui Atuciui uz jy atsiliepimus ir pastabas, padéjusias pa-
tobulinti disertacija.

Darbo autorius reiskia padéka Lietuvos mokslo tarybai ir COST asociacijai uz finan-
sin¢ paramg ir galimybe studijuoti uzsienyje. Taip pat S&P Polska ir UAB ,,Delta Nova“
uz CFRP juostas ir epoksidinius klijus.

Pagaliau autorius Sirdingai dékoja savo Seimai, tévams, Alvydui ir Irenai, o labiausiai
mylinciai ir palaikanc¢iai zmonai Mirenai ir dukrai Olivijai, jiis, mergaités, esate mano gy-
venimo varomoji jéga.

1. Kompozitinémis medziagomis sustiprinty gelzbetoniniy
elementy elgsenos modeliy ir irimo pobudzio apzvalga

Pirmajame disertacijos skyriuje atlikta esamy kompozitinémis medziagomis sustiprinty
gelzbetoniniy elementy laikomosios galios, betono ir kompozito dalinai standZios jung-
ties, jlinkiy, plysio plocio skai¢iavimo modeliy apzvalga. Analizé paremta esamais ekspe-
rimentiniais ir teoriniais tyrimais. Taip pat aptariamos tipinés FRP iSankstinio jtempimo
sistemos, skirtos konstrukeijy stiprinimui. Skyriaus pabaigoje apibréztas disertacijos tiks-
las bei iskelti darbo uzdaviniai.

Dauguma eksperimentiniy tyrimy baigiasi prieslaikiniu jungties tarp betono ir kom-
pozito irimu, todel apzvelgiami jungties stiprumo ir standumo vertinimo metodai. Betono
ir kompozito jungties irimas ties ply$iu betone iSskiriamas kaip labiausiai tikétinas tokios
konstrukcijos irimo atvejis, bet literattiroje pateikiami skai¢iavimo metodai naudoja irimo
kriterijus/ irimo energija ar ribinius jtempius, iSvestus i§ mazos parametrinés apimties
kompozito atpléSimo bandymy ir daZniausiai tinka tik iSoriskai tvirtinamoms FRP juos-
toms arba FRP armatiirai, tvirtinamai betono pavirSiaus grioveliuose. Taip pat apzvelgti
klasikiniy jlinkiy ir ply$io plocio skai¢iavimo metody ypatumai.

2. Kompozitinémis medziagomis sustiprinty gelzbetoniniy
elementy saugos ir tinkamumo ribiniy biviy nustatymas

Antrajame darbo skyriuje pateiktas autoriaus sukurtas modelis, leidziantis analitiniu bidu
ivertinti betono ir FRP kompozito dalinai standzig jungtj, taip pat pateikti sitilomi laiko-
mosios galios, jlinkiy ir plySio parametry skaic¢iavimo modeliai.

Grafiné betono ir FRP kompozito dalinai standzios jungties iliustracija pateikta S2.1
paveiksle.
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er=yY fea

Ect

S2.1 pav. Elemento deformacijos, jvertinant betono ir FRP kompozito dalinai standZig jungtj

S2.1 paveiksle pavaizduota betono ir kompozito deformacijy santykj yr = &1/ &u,
galima pavadinti betono ir FRP kompozito jungties standuma mazinanciu koeficientu, ku-
ris gali biiti apskai¢iuojamas panaudojant sudétiniy strypy teorijg. Elementui, apkrautam
dviem sutelktomis jégomis (S2.2 pav.):

cosh(\/oc_B(O,SL - L, ))

1 inh(JopL. ): 2.1
Ve \/OTBLScosh(O,S\/OTBL) o (\/OTB S) ( :
/LT S SR S (52.2)

a EfAf EcAc.eff El

¢ia Gy — efektyvusis betono ir kompozito jungties Slyties modulis; u,— betono ir kompo-
zito jungties plotis; £, E. — kompozito ir betono deformacijy moduliai; 4..;— efektyvusis
supleiséjusio skerspjiivio betono plotas (stac¢iakampiam skerspjiiviui Ay = bx.); b — sijos
plotis; x. — betono gniuzdomos zonos aukstis; £/ — dviejy elementy lenkiamasis standis:

b 3
El=E 4 +E/d; ~El 4 =E, % (S2.3)
. . 2 72 | >~
v ploply LD

e

S2.2 pav. Sijy schema ir jungties modelis: a) sijos apkrovimo dviem sutelktomis jégomis schema;
b) betono ir FRP kompozito jungties modelis

Taikant sudétiniy strypy teorija atsimusama j efektyvyji betono ir kompozito jungties
Slyties modulj (Gep), kuris literatiroje dazniausiai randamas i§ kompozito atplésimo ban-
dymy. Taciau, kai nagrinéjama jungtis tarp dviejy plySiy, daroma prielaida, kad jungties
ilgis bus lygus atstumui tarp plySiy L, = L., 0 jungties deformacija tarp dviejy plySiy bus
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apytiksliai lygi plySio plo¢iui Az = w,,. Ivertinus §ias prielaidas, pasitlytas analitinis spren-
dinys, kurio pagrinda sudaro medziagy mechanika paremta efektyviojo Slyties modulio
iSraiska.

Ty T/A, _Ta __ Ta . (S2.4)

Ty, Azla AAz ulley

Gy

I (S2.4) lygti ivedus bendrosios asinés jégos sukelta jungties santyking deformacijg
ir didziausig galimg jungtimi perduodama jéga, efektyvusis Slyties modulis jgauna tokia
iSraiska:

2
kakLkbAfyfa (EcmACthff + EfAf )

: (S2.5)
o)

Ge[f.B ~

¢ia ky,, ki ir ky — koeficientai, kuriais atitinkamai jvertinamas kompozito inkaravimas, jung-
ties ilgis ir plotis; /. — supleiséjusio gelzbetoninio elemento inercijos momentas; yy— ats-
tumas tarp kompozito svorio centro ir neutraliosios asies; Ly .y — efektyvusis jungties ilgis;
Ao — efektyvusis tempiamo betono, gaubiancio armatiirg plotas.

Nagringjant tempiamg elementg gautas eksponentinis Slyties jtempiy pasiskirstymas
atitinka kity autoriy eksperimentiSkai nustatytas jtempiy pasiskirstymo formas, o jungties
standumo mazinimo koeficientas §iuo atveju:

v =1—e Vo, (S2.6)

Betono ir kompozito dalinai standZios jungties vertinimo koeficientai (S2.1) ir (S2.6)
lygtyse atitinkamai apibtidina jungties irimg tarp dviejy plysiy ir juostos galo atpléSima.
Abu $ie irimo atvejai gali bti jvertinti klasikinése gelzbetonio analizés lygtyse, priémus
S2.1 paveiksle pateikta deformacijy pasiskirstyma statmenajame pjavyje. Tokiu atveju
lenkiamojo elemento laikomoji galia:

A, Ax, Ax,
M, =4, M(d— )‘2‘-")+Aszcsz( xz"”—dzj+Af\Vfc/(df— );j (S2.7)

Bendruoju atveju sustiprinto elemento lenkimo momento-kreivio diagrama gali biti
suskirstyta j 5 stadijas: 1) iki plySio betone atsivérimo M, < M.,; 2) nuo plySio atsivérimo
iki elemento stiprinimo M., < M, < My; 3) stiprinimo, FRP kompozito jtempimo M, = My;
4) nuo stiprinimo iki takumo jtempiy plieninéje armatiiroje My < M, < M,; 5) iki elemento
suirimo M, <M, < M,.

Tokiu atveju bendroji kreivio iSraiska:

M,-M M -M, M,-M
0 ow+ y 0, T« v (S2.8)

El, EI, El,

K=K, - Ak, + Ak, + Ak, =

Nustatant elemento jlinkius, didziausia reikSmeg turi tinkamas elemento lenkiamojo
standzio kiekvienoje stadijoje jvertinimas. Supleiséje ir nesupleiséje skerspjuviai kiekvie-
noje stadijoje buvo modeliuojami kaip nuosekliai sujungtos spyruoklés:
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EI..
El = . (S2.9)

m
1_(Mcrj 1= Elcr.i
Ma Ecmlg

O atskiri suplei$éje skerspjuviai — kaip lygiagreciai sujungtos spyruoklés:

El,, =E,, (¢ )@+E A, (d-x )+
cr.y cm \“c 3 s14%s1 c (8210)

(Evp = Eop (50)) Aa (5~ +w By (dy -, )

3
ElL,, =E (sc)b?’+(E52—Ecm(sc))Asz(xc—d2)2+\ufEfAf(df—xc)2. (S2.11)

cru ~ em

Betono deformacijy modulis E..(e.) jvertintas, taikant netiesing Eurokodo 2 jtempiy-
deformacijy priklausomybe.

PlySio parametry nustatymui panaudotas kietyjy kiiny irimo mechanika paremtas
plySio modelis (Jokabaitis e al. 2013, Joktbaitis and Juknevicius, 2013). S2.3a paveiksle
ivestas FRP kompozito efektas ir plySio modelis sulygintas su deformacijy profiliu (S2.3b

pav.).

a) b)
geometrine eutraliojil | .
asis asis ¢
M, M. het
d
C D
h(‘l‘

Ef

S2.3 pav. PlySio parametry ir deformacijy rysys: a) ply$io modelis; b) deformacijy profilis

IS trikampiy 4S paveiksle panasumo salygos gauname:

th — 86V — Sct.max . (Sz 12)

h,—-d,  w, -9 €4—¢€

cr cr cr

ct.max
Plysio plotis iSreiSkiamas i§ (12) lygties:

_ 80r (831 — €. max ) +5. = 8crA‘c’Sl +8

cr cr cro
8ctAmax 8ctAmax

(S2.13)

¢ia d.-— plySio virStiné besiremianti j elemento neutraliaja asj, pasiiilyta sio dydzio iSraska,
ivertinant tiek pliening, tiek iSoring armatiiras.
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Kadangi plysio plotis gali biiti susietas su elemento kreiviu per deformacijas, tai ply-
Sio plocio kitimo stadijos bus analogiskos. Tokiu atveju bendroji plysio plocio iSraiska:

3, (Assl.y +Ag, —Asp)

€

= w0+ (S2.14)

Wer = Wero —AW”,_ ¥4 + chr.y + chr.u

cf.max

Kintamasis (S2.13) ir (S2.14) lygtyse yra deformacijy prieaugis, kuris buvo nustaty-
tas jvertinant betono ir kompozito dalinai standzios jungties darba, kaip tai pavaizduota
1S paveiksle.

3. Eksperimentiniai tyrimai ir sustiprinty sijy laikomosios
galios, jlinkio ir plySio plo¢io skai¢iavimo modeliy tikrinimas

Treciajame skyriuje pateikti gelzbetoniniy sijy, sustiprinty i$ anksto jtemptomis CFRP
juostomis, eksperimentiniy tyrimy rezultatai ir jy palyginimas su pasitilytais skaic¢iavimo
modeliais. ISbandyta 14 vienody sijy (visos betonuotos vieno betonavimo metu), taciau
skyrési CFRP kompozito iSankstinio jtempimo lygiai. Taip pat pristatomas autoriaus su-
kurtas CFRP juosty iSankstinio jtempimo jrenginys.

Sijy bandymai prasidéjo 174 dienos po betonavimo, taip eliminuojant betono trau-
kumo deformacijy efektus ir imituojant realig situacijg — dazniausiai bus stiprinamos ne
naujos konstrukcijos. ISbandytos dvi serijos sijy: BS serijos sijos buvo sustiprintos nevei-
kiant iSorinéms apkrovoms, o BSM serijos sijos — veikiant iSorinei apkrovai, kuri buvo
imituojama spyruoklémis. ISbandyty sijy duomenys pateikti S3.1 paveiksle ir S3.1 lente-
léje. ISankstiniam jtempimui pasiekti pagaminta iSankstinio jtempimo jranga, Europos pa-
tento paraiSkos Nr. EP21167213.4. Stiprinimo ir iSankstinio jtempimo jtaka gerai atspin-
dima padidéjusiu lenkimo momentu, atitinkanciu takumo jtempius plieninéje armatiiroje
(takumo momentas, S3.2 pav.).

S3.1 lentelé. Eksperimentiniy sijy parametrai

Sija Betono Armatiiros | CFRP CFRP ISankstinis | Pradinis
stipris, fem, | takumo j- stipris, f, tamprumo | jtempimas | lenkimo
MPa tempiai, MPa modulis, op, MPa momentas

fs1.5, MPa Ef, GPa Mo, KNm

BS-0 50,00 568,50 2627,61 170,06 0 0

BS-20 522,08 0

BS-22 568,57 0

BS-48 1259,01 0

BS-49 1287,07 0

BSM-0-1 0 30,67

BSM-0-2 0 31,03

BSM-17 447,82 32,86

BSM-18 482,12 29,74

BS-35 919,17 29,16

BSM-46 1212,24 29,97

BSM-56 1471,59 29,72
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S3.2 pav. Sustiprinty ir kontroliniy sijy takumo momenty skirtumas procentine iSraiska:

a) BS serija; b) BSM serija

Kai sijos buvo sustiprintos be iSankstinio jtempimo, tai takumo momentas padidéjo
apie 20 %, taciau, kai CFRP juostos buvo jtemptos iki 50 % savo laikomosios galios, tai
takumo momentas padidéjo beveik 100 %. Panasis rezultatai gauti ir su elemento defor-

macijomis.

Siekiant geriau suprasti betono-kompozito jungties elgsena, palygintos betono ir
kompozito deformacijos tuose paciuose pjuviuose. S3.3 paveiksle pateikiamos 2 tipinés
BS serijos sijos, o S3.4 paveiksle — BSM serijos sijos su panasiu CFRP jtempimo lygiu.
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S3.3 pav. CFRP ir betono deformacijy palyginimas BS serijos sijose
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S3.4 pav. CFRP ir betono deformacijy palyginimas BSM serijos sijose

Nustatytas laipsniSkas betono ir kompozito jungties irimas ir vélesnis inkary jsijun-
gimas j darbg BS serijos sijose, ir iSkarto pasireiskiantis inkary jsijungimas BSM serijoje.
Remiantis eksperimentiniais duomenimis sitilomame modelyje jvertintas betono ir kom-
pozito jungties standuma mazinantis koeficientas.

Validuojant sifilomus skai¢iavimo modelius analizei panaudotos papildomos 78 kity

autoriy iSbandytos sijos.

Laikomosios galios palyginimas pateiktas S3.5 paveiksle ir S3.2 lenteléje.
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S3.5 pav. Isbandyty sustiprinty sijy laikomosios galios palyginimas

S3.2 lentelé. Isbandyty sustiprinty sijy laikomosios galios palyginimas

Statistinis parametras Mu,exp / Mu,calc, M¢.exp /Mt.calc, Mu,exp / Mu,calc,
Wr= s Y= wrr wr=1
Vidurkis 1,12 1,06 0,89
Standartinis nuokrypis 0,15 0,14 0,14
Variacijos koeficientas, % 13,83 13,66 15,82
Koreliacijos koeficientas, R 0,97 0,97 0,96
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Nors statistinis skirtumas tarp laikomosios galios vertinant dalinai standzig jungtj ir
standZzig jungti nebuvo didelis, bet taskai i§ pavojingos zonos priartéjo prie saugios zonos.
Atskirose sijoe, nevertinant betono ir kompozito jungties standumo (yy= 1), buvo pasiekta
tik Siek tiek didesné kaip 50 % laikomosios galios apkrova. Tai yra kritiSkai nesaugu.
Rezultaty palyginimas rodo, kad abu sitillomi jungties dalinio standumo vertinimo biidai
gali biiti naudojami skaiciuojant laikomaja galia.

BS serijos jlinkiy palyginimas pateiktas S3.6 paveiksle, o BSM — S3.7 paveiksle.

M, kNm BS-0 a) M, KNm BS-20

M, kNm BS-22 o

60 , 60 60
40 S 40 . i ment 40
2.2 —FEk i 1 .7 ——Eksperimentas
e d - Siz;ozxep’;ii R=0,99 - = Siitlomas, m=1, R=1,00 = Siitlomas, m=.
. -Sidlomas. m=2. R=0.99 20 - - -Siiilomas, m=2, R=1,00 20 | - - -Siiilomas,
Sml()mas. m= 11 -7 Siilomas, m=1, y=1 Siitloma
Nefuplezse;gr v Nesupleiséjes Nesuplel
Pilnai supleiséjes §, mm ‘ 0 Pilnai &, mm ol Pilnai supleiséjes 6, mm
10 15 20 25 -5 5 15 -5 S 15
M, kNm BS-48 d) BS-49 e)
80 JLETT L
60 S
Y
m 7 — Eksperimentas /27 — Eksperimentas

- - Sitilomas, m=1, R

=1,00 - - Siiilomas, m=1,
- - -Siitlomas, m=2, R=1,00
=1

R=1,00
- - -Sialomas, m=2, R=1,00
Ly=1

4 Siitlomas, m=1, y Siitlomas
P Nesupleiséjes Nesuplei
| /¢_| Pilnai supleiséjes 5 mm & Pilnai sup
-10 0 10 20 30 -5 5

S3.6 pav. Sijy jlinkiai: a) BS-0; b) BS-20; ¢) BS-22; d) BS-48; ¢) BS-49
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S3.7 pav. Sijy jlinkiai: a) BSM-0-1; b) BSM-0-2; ¢) BSM-17; d) BSM-18; ¢) BSM-35;
f) BSM-46; g) BSM-56
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Eksperimentiniy ir skai¢iuotiniy grafiky atitikimas jrodo, kad betono ir kompozito
jungtyje yra praslydimas ir jis gali biiti nustatytas pakankamai tiksliai. Kol BS serijos sijos
yra i$linke nuo iSankstinio jtempimo jégos, tempiamojo sustandéjimo koeficiente laipsnis
m = 1,00, vélesnése stadijose jis yra tarp 1,00 < m < 2,00. BSM serijos sijy atveju
m = 1,00.

Papildomai pateikiamas jlinkio rezultaty palyginimas, jvertinant kity autoriy bandi-
nius, grafiko l0Zio taskuose: S3.8 paveiksle — ties takumo jtempiais, S3.9 paveiksle — ties
elemento laikomaja galia.
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S3.8 pav. llinkiai, atitinkantys takumo momenta: a) skai€iuotiniy ir eksperimentiniy rezultaty
priklausomyb¢; b) paklaidos grafikas
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S3.9 pav. [linkiai, atitinkantys laikomaja galia: a) skaiCiuotiniy ir eksperimentiniy rezultaty
priklausomybe¢; b) paklaidos grafikas

Bendruoju atveju nustatyta, kad laipsnis m turéty biiti imamas lygiu 2. Taip pat nus-
tatyta, kad net mazi FRP kompozito i§ankstinio jtempimo lygiai jtraukia j darbag FRP kom-
pozitus ir sumazina sustiprinto gelzbetoninio elemento jlinkj.
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S3.10 pav. Lenkimo momento-plysio ploc¢io priklausomybés grafikai: a) BS-22; b) BS-20;
c) BS-49; d) BS-48; ¢) BS-0; ) paklaidos grafikas
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BS serijos lenkimo momento-plySio plocio priklausomybés grafikai pateikti
S3.10 paveiksle, BSM — S3.11 paveiksle, papildomy — S3.12 paveiksle.
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S3.11 pav. Lenkimo momento-plysio plocio priklausomybés grafikai: a) BSM-0-1; b) BSM-0-2;
c) BSM-17; d) BSM-18; e) BSM-35; f) BSM-46; g) BSM-56; h) paklaidos grafikas
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S3.12 pav. Kity autoriy isbandyty sijy lenkimo momento-plysio plocio priklausomybés grafikai:
a) B3 ir B4 (Slaitas et al. 2018, Daugevicius et al. 2012, Daugevicius and Valivonis, 2013);
b) GCB-1; ¢) GCB-2; d) GCB-3 (Xing et al. 2018)
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0

Lenkimo momento-plysio ploc¢io priklausomybés eksperimentiniy ir skaiciuotiniy
grafiky palyginimas patvirtino sitiloma skai¢iavimo modelj, taip pat patvirtino teiginj, kad
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plySio plotis gali biiti apskaiciuotas pakankamai tiksliai ir plieninei armatiirai pasiekus
takumo jtempius.

Bendrosios iSvados

1.

Siuo metu statybos pramonéje naudojamoje FRP kompozito juosty iSankstinio
jtempimo jrangoje inkaravimo ploksteliy pavirsius yra lygus, todél iSankstinio
jtempimo metu atsiranda kompozito juostos praslydimo rizika. Darbe pasiiily-
toje iSankstinio jtempimo jrangoje panaudotos profiliuotos su spygliais inkara-
vimo plokstelés, kurios patikimai inkaruoja FRP kompozito juostas. Tarp inka-
ravimo ploksteliy ir kompozito juosty numatomas papldomas klijy sluoksnis
neleidzia pazeisti CFRP struktiiros.

Betono ir kompozito jungties irimas tarp dviejy plySiy iSskiriamas kaip dazniau-
siai pasitaikantis kompozitu sustiprinty gelzbetoniniy elementy suirimo atvejis.
Todél projektavimo normose yra siiloma naudoti skaic¢iavimo metodus, jverti-
nancius tokj suirimo atveji. Taciau literatiiroje pateikiamuose modeliuose skai-
¢iavimai remiasi irimo energija / irimo kriterijais ar ribiniais jtempiais i§vestais
i§ mazos parametrinés apimties kompozito atpléSimo bandymy ir dazniausiai
tinka tik iSorinio klijavimo arba tik klijavimo ] griovelius stiprinimo atvejams.
Kai kuriy tyrimy rezultaty analizé parodé, kad skai¢iavimo modeliai, iSskiriami
kaip tiksliausi, turi pakankamai dideles paklaidas kei¢iant bandiniy parametrus.

. Betono ir CFRP kompozito jungties dalinis standumas gali biiti vertinamas sudé-

tiniy strypy teorijos pagrindu apskai¢iuojamu koeficientu. Taciau Sio koeficiento
apskaiciuojama reik§mé labai priklauso nuo jungties efektyviojo Skyties modulio
nustatymo tikslumo. Todél darbe taip pat sitilomas jungties efektyviojo Slyties
modulio analitinis sprendinys ir kompozito asinj standumg mazinantys koeficien-
tai, kuriuos galima taikyti vertinant jungties irima tiek tarp normaliniy plysiy, tiek
kompozito inkaravimo zonoje.

. Eksperimentiniai tyrimai parod¢, kad daugumoje BS serijos sijy uZzfiksuotas

laipsniskas betono ir CFRP kompozito jungties irimas su palaipsniu inkary jsi-
jungimu j darbg, o BSM serijos sijose inkarai j darba jsijungé i3 karto. Sis feno-
menas yra betono ir kompozito deformacijy skirtumo, kuris gali biti jvertintas
pasitilytu jungties standumo mazinimo koeficientu, prieZastis.

. Eksperimentiniy ir skaiCiuotiniy rezultaty palyginamoji analizé atskleide, kad

elemento laikomoji galia su maza sistemine paklaida (1,06—1,12), maza atsitik-
tine paklaida (0,14-0,15), mazu variacijos koeficientu (13,66—13,83 %) ir dideliu
koreliacijos koeficientu (0,97) buvo nustatyta pakankamai tiksliai. Todél pasia-
lytas skai¢iavimo modelis gali biiti naudojamas sustiprinty gelzbetoniniy konst-
rukcijy laikomosios galios skai¢iavimui. Nors statistinis skirtumas tarp laikomo-
sios galios apskaiCiuotos su sumazintu ir nesumazintu betono ir kompozito
jungties standumo koeficientu skyrési nezenkliai, taciau laikomosios galios reiks-
meés i§ pavojingos zonos persikélé j saugumo pus¢. Kai jungties standumas ne-
buvo mazinamas (= 1) atskiry sijy eksperimentiné laikomoji galia pasieké tik
50 % apskaiciuotos laikomosios galios.
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6. Remiantis modifikuotu kietyjy kiiny irimo mechanika paremtu ply$io modeliu,

pasitlytas tiesioginis rySys tarp betono plySio parametry ir deformacijy. Pasiiily-
tas modelis apima iSankstinio jtempimo ir jungties dalinio standumo efektus.
Skaic¢iuotiniai lenkimo momento-plysio plocio priklausomybés grafikai pakan-
kamai tiksliai atkartoja eksperimentinius taskus (koreliacijos koeficientas
0,95+1,00). Sitlomo skai¢iavimo modelio validavimas kity autoriy tyrimy re-
zultatais parodé, kad plySio plotis gali biiti apskaiiuotas pakankamai tiksliai,
netgi po to, kai tempiamoje plieninéje armatiiroje pasiekiami takumo jtempiai.

. Sitloma jlinkiy skai¢iavimo metodika paremta suplei$éjusiy ir nesupleiséjusiy

skerspjiviy modeliavimu nuosekliai sujungtomis spyruoklémis, jtraukiant
iSankstinio jtempimo ir jungties dalinio standumo efektus. Eksperimentiniy ir
skaiCiuotiniy lenkimo momenty-jlinkiy priklausomybés grafiky atitikimas
(R = 0,99-1,00) patvirtina, kad betono ir FRP kompozito jungtis yra dalinai
standi ir dalinio standumo efektas gali biiti pakankamai tiksliai jvertintas sitilomu
modeliu.

. Nustatyta, kad netgi mazas kompozito iSankstinis jtempimas jj jjungia j bendra

darba su stiprinamaja gelzbetonine konstrukcija ir Zymiai padidina sustiprintos
konstrukcijos standuma. Jeigu FRP kompozitu stiprinami iSorine apkrova nevei-
kiami gelZbetoniniai elementai, kompozito i§ anksto nejtempiant, stiprinimo
efektas, iki plieninei armatiirai pasiekiant takumo jtempius, jlinkiui jtakos neturi.
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